Enginéering Material Specification

Material Name Specification Number
BATT GLAS§ FIBER SOQND ABSORPTION -~ LONG FIBER - ESB-M12G64-A
1-1/2 LB/FT" (24 KG/M") VESB-M12G64-B
BATT GLAS§ FIBER SoyND ABSORPTION - LONG FIBER ESB-M12G65~-A
2-1/2 LB/FT" (40 RG/M®) VESB-M12G65-B

1. SCOPE

The material defined by this specification is made of glass fibers, bonded with a
thermosetting resin and compressed into a flexible blanket.

2.  APPLICATION

This specification was released originally for material used as an engine compartment heat
and sound absorber.

3. REQUIREMENTS
3.1 CONDITIONING

All test values indicaoted herein sre based on material conditioned in a controlled
atmosphere of 23 1 27°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.

3.2 DENSITY, + 15%
(ASTM C 187, except base erleulations
on nominal thickness as specified on
engineering drawings)

ESB-M12G64-A/VB 1-1/2 1b/1t3 (24 kg/m3)
ESB-M12G65-A/9B 2-1/2 1b/ft° (40 kg/m")
3.3 CONSTRUCTION
3.3.1 Fiber Diameter 0.00028 - 0.00056 in (0.0071 - 0.0142
mm)

Test Method: Measure the diameter of 10 fibers using a ecalibrated
microscope or other suitable means and report the average value.

3.3.2 Binder Content 30 * 5% phenol formaldehyde

Test Method: Cut 1-2 g of sample into & previously ignited poreelain
crucible.
Condition at 102 + 3°C for 3 h. Record weight.
Heat in a muffle Turnace at 538 + 28°C until binder is
burned off. =
Cool, weigh and calculate % binder on basis of
conditioned weight (step #2).
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3.4 BREAKING STRENGTH, min
(ASTM D 1682, Grab Method, samples
0.75 in (19.1 mm) thiek x 4 in (100 mm)
wide x 6 in (150 mm) long).

3.4.1 ESB-M12G64-A/VB

WMD 151b (67 N)
AMD 151b (67 N)

3.4.2 ESB-M12G65-A/VB

WMD 401b (178 N)
AMD : 40 1b (178 N)

Modified Test Method: If a test machine is not available (as in ASTM D
1682) or, if an existing machine is not calibrated for testing this material,
the following manner of testing may be employed.

Prepare samples per ASTM D 1682.

Prepare a set of clamps, or holding devices, having the same width as the
sample tested. A top clamp should be made to facilitate "pick-up" and
holding by the operator. A bottom clamp should be made with an attached
hook on the bottom, or some means for adding and suspending required
weights for test. The bottom clamp weight should be known so that the
total accumulative suspended weight may be determined.

Carefully elamp sample in holding devices.

Add the required weight to the bottom clamp, then gently pick up the top
clamp to allow a tensile pull on the sample. This may be repeated with
additional weights to determine minimum breaking strength.

3.5 COMPRESSION AND RECOVERY
3.5.1 ESB-M12G64-A/VB

Compression, max _ 10 %
Recovery, min 95 %

3.5.2 ESB-M12G65-A/VB

Compression, max 5%
Recovery, min 95 %
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