@ Engineering Material Specification

Material Name

BATT,

Specification Number

CONTINUOUS STRAND GLASS FIBER | ESB-M12G83-A

SCOPE

The material defined by this specification is a glass fiber mat composed
of multiple layers of continuous glass fiber strands deposited in a
swirl-like pattern and bonded together with a resin.

2. APPLICATION
This specification was released originally for material used as a
reinforcement for engine-side dash insulators on the 1988 Continental.
This material is molded into a laminate between layers of glass fiber or
other insulating materials to provide tear resistance in specified areas.
3. REQUIREMENTS
3.1  STATISTICAL PROCESS
Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.
3.2 COMPOSITION
3.2.1 Glass Fiber Strands 100%
3.2.2 Thermoplastic Polyester Resin 5-11% by weight
Binder or equivalent
3.3  CONSTRUCTION
3.3.1 Glass Fiber (E Glass) Strand 16 +/- 2 um
diameter, range
3.3.2  Glass Fiber Strand Length Continuous
(not chopped)
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3.4 WEIGHT, range 450 g/m2 +/- 10%

3.5 FLAMMABILITY
(IS0 3795/SAE J369)

Burn Rate, max ' 100 mm/min
3.6 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any changes in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the materials' ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford apply to
the materials addressed by this document. The restrictions are
defined in Engineering Material specification WSS-M99P9999-A1,
unless a different suffix (e.g, A2 or A3) is specified on the
engineering document for the application.

4, APFPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity its own laboratory report to the specification (test results,
not nominal values), the material designation and code number and test
specimens for Ford evaluation. Upon approval, the material will be added
to the Engineering Material Approved Source List.
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