Engineering Material Specification

Material Name

Specification Number

FIBER BATT - ARAMID, THERMAL INSULATOR VESB-M17H150-A

1. SCOPE

The materials defined by this specification are composed of 100% aramid fibers.

2. APPLICATION

This specification was released originally for material used as a thermal insulator in load

bearing

areas for 1983 Light Truck and Bronco floor pans over the area of the .catalytic

convertor.

3. REQUIREMENTS

3.1 . INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
Ford Motor Company, at its option, may conduet infrared and/or thermal analysis of
material/parts supplied to this specification. The curves established for initial approval
shall constitute the reference standard and shall be kept on file at Central Laboratory.
All samples shall produce curves that eorrespond to the reference standard when tested
under the same conditions as those specified on the master curve.

3.2 CONDITIONING
All test values indicgted herein are based on materials conditioned in a econtrolled
atmosphere of 23 + 2°C and 50 * 5% relative humidity for 24 hours prior to testing and
-tested under the same controlled conditions.

3.3 CONSTRUCTION
The fibers shall be needled and shall not separate during shipment, handling or assembly.
No organic binder shall be used.

3.4 COMPOSITION 100% Aramid
Denier 1-1/2 & 2 with 3/4 in-2 in staple length.

3.5  DENSITY 4.0 1b/£t% + 20%, ~10%
(ASTM C 167, except use (64 kg/m")
sample size of 12 inx 12 in
(305 mm x 305 mm) and the
average thickness as measured
in section 3.6 below (Tl) using
five samples).
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COMPRESSION & RECOVERY

Compression, max 20%
Recovery, min 60%

Test Method: Cut five, 12 x 12 in (305 x 305 mm) samples. Apply & 12 x 12 in (305 x
305 mm) platen weighing 1/2 1b (0.23 kg) to the five plied samples. Measure the height
of the pile, at the center of the vertical sides. (The average of these readings is the
initial thickness of the pile (T,). Apply a 5 1b (2.3 kg) load to the center of the pile and
measure again for average thidkness of the pile with load (Tz).

% Compression = T,-Ty

T

X 100

1

Remove the load and allow pile (with platen) to recover thickness for 30 min. Measure
again for average thickness of the pile (T3).

% Recovery Ts-Ty

T,-T

X 100
2

THERMAL CONDUCTIVITY, max, Initial Approval Only
(ASTM C 518)

Mean Temperature o
Per 1 in (25 mm) K =10.26 (0.04) at 24°C
Thiekness K = 0.31 (0.05) at 93°C

BREAKING STRENGTH, min
(ASTM D 1682, Test No. 2C-T)

MD : 6 1b (26.6 N)
AMD 121b (53.3 N)

DYNAMIC FLEX FATIGUE - For Initial Approval Only
(FLTM BO 12-4, Method "B," 150 eycles, 60 1b or 267 N load)

No separation or destruetion by breakage of the fibers along the rubbing track of the
simulated heel both before and after heat aging.

Test Method: Prepare two, 10 x 10_in (250 x 250 mm) samples of the insulator batt.
Heat age one sample for 24 h at 232°C and condition at 23 + 2°C for 4 h. Staple both
samples adjacent to each other on a 10 x 20 in (250 x 500 mm) medium to lightweight
pile carpet (ESB-M3H20 or ESB-M3H30 type). Conduect the test as indicated above,
making sure the simulated heel passes over both paddings in the same stroke.
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