Engineering Material Specification

Material Name Spaecification Number

BATT, SOUND ABSORPTION, DIM SPEC ON DRWG ESB-M17H84-A
VESB-M17H84-B

1. SCOPE

The material defined by this specification is a resin bonded fiber batt of good quality and
uniform construction.
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APPLICATION

This specification was released originally for material used as sound absorption batts for the
tray, cowl, side and roof panels of eer bedies.

3. REQUIREMENTS

2.1 CONDITIONING
All test values indica(;ted herein are based on materisl conditioned in & controlled
atmosphere of 23 + 2°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.
3.2 COMPOSITION AND CONSTRUCTION
These materials shall consist of a mixture of cotton and synthetic garnetted fibers in
either a parallel or random orientation. The fibers shall be firmly bonded with a
phenolformaldehyde resin (10 - 25% by weight).
3.3 RESISTANCE TO ADHESIVE SEEPAGE
Shall resist penetration or seepage of ESB-M2G56 and/or ESB-M2G43 Adhesives
(Rubber Base), through more than 50% of the thickness of the material. In addition,
there sheall be no through "spot" bleeding at any area of the material.
Test Procedure
. Prepare 212 x 12 in (300 x 300 mm) x thickness of sample.
. Apply 15 - 20 g of ESB-M2G56 and/or ESB-M2G43 on the mid 12 x 12 in (300 x 300
mm) area of a sheet steel panel, spreading uniformly over the surface. The panel
used should be 12 x 15 in (30 x 380 mm) or a size which will permit support of the
two lengthwise ends over a frame or rack.
. Place the sample on the treated surface of the panel, then roll with a roller, 12 in
(300 mm) long and weighing 5 1b (2.3 kg) (without applying additional pressure).
. Turn the panels upside dewn and rest the e.néis on a rack, frame or upturned
boards. Allow adhesive to set for 24 h at 23 +2°C.
. Determine % seepagse.
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3.4 SOUND ABSORPTION

Sound shall be absorbed as specified on engineering drawings.
3.5  AIR FLOW RESISTANCE
No evidence of fiber separation and/or delamination.

Teést Method-2 Direct a blast of air at 45° to the center portion of a representative 1
ft° (930 em®) sample of material. Test in one direction, then test at 43° in a
direction opposed 90~ to the first test.
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Equipment: Use a DeVilbiss JGA type 502 spray gun with an AV-15FF Fluid Tip,
JGA 402FF Needle without air cap, or equivalent.
Height and Angle of Gun: Vertieal height of gun tip shall be 3 in (76 mm) from mat

suriace and gun shall be held at an angie of 45°.

Time: 20 s minimum for each direction.
Air Pressure: 90 - 100 psi (620 - 690 kPa)

3.6 COMPRESSION AND RECOVERY
(FLTM BN 15-2)

Shall not eompress more than 70% of the orizinal thickness, after
loading with 75 1b (34 kg).

Upon removing load, the material shall recover at least 65% of the compressed
distance.

3.7 BREAKING STRENGTH, min As specified on drawings.
(ASTM D 1682, Grab Method)

3.8 OBJECTIONABLE CONTAMINANTS
(FLTM AN 1-3, A & B)

The material shall be free from residual asphalt and other contaminants which might
cause padding to trim cover material contact stains, bondline, or sewline stains.
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