@ ‘Engineering Materlal Specification

Matierial Name
GKEASE, LOW TEMPERATURE - LITHIUM BASE

SCOPE

Specification Number
ESB-M1C188-A

1.
The material defined by this specification is an NLGI No. 2 grad drature lubricant
containing a lithium 12 hydroxy stearatc thickener, with a petraip
rust and oxidation inhibitors. The lubricant operating temp
93°cC.
2. APPLICATION -
This specification was released originally for grease
retractor assemblies.
3. REQUIREMENTS
3.1 NLGI GRADE
3.2 COLOR
3.3 ODOR
3.4 TEXTURE
3.5 SURFACE EXAMINATION
3.6 BASE Mineral oil
3.6.1 Thickene soap 9.0 - 14.0%
3.7 MINERAL OIl
2
3.7.1 Viscosity at . 14.0 - 18.0 ¢St (mm™/s)
STM D 445)
1.8 - 4.2 ¢St (mmz/s)
60
-34°C
154°C
A
184°C
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3.8 MOISTURE, max 0.2%
(ASTM D 95)
3.9  DROPPING POINT, min 150°C
(ASTM D 566)
3.10 PENETRATION (mm/10)
(ASTM D 217)
3.10.1 Worked 60 Strokes 285 - 315
3.11 OXIDATION STABILITY, Pressure Drop, max 5 psi (34 kPa)
(ASTM D 942, 100 h)
3.12  OIL SEPARATION, max 16 mL
(ASTM D 1742, modified to show
separation in milliliters at 96 h)
3.13  WATER WASHOUT,Omax 8%
(ASTM D 1264, 79.4°C)
3.14 CORROSION la
(ASTM D 130)
3.15 QUALITY -
Shall be a homogeneous product, free from abrasive fillers and noneorrosive to the
lubricated parts in service.
3.16  SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior

approval as deseribed in Supplier Procedure I-A,

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is

contained in Supplier Procedure I-A.

Engineering Materials Approved Source List.
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