@ Engineering Material Specification

Material Name Specification Number
PAPER, KRAFT-TWO PLY ESB-M1E2-A
PAPER, KRAFT-TWO PLY VESB-M1E2-B

.  SCOPE

The material defined by this specification is a kraft paper laminate.

2. APPLICATION

This specifieation was released originally for material used to cover retainer elip holes on
door panel foundation boards to prevent the retainer clip from showing through the cover

materials.
3. REQUIREMENTS

3.1 CONDITIONING

All test values indicated herein are based on material conditioned in a controlled

atmosphere of 23 + 2°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.

3.2  THICKNESS 0.0040 + 0.0005 in (8.102 + 0.013 mm)
(ASTM D 645, Method "A")

3.3  WEIGHT 12.3-14.3 1b/1000 £t2 (60-70 g/m>)
(ASTM D 646)

3.4 WIDTH As specified on engineering drawing

3.5 TENSILE STRENGTH, min
(ASTM D 828)

WMD 28 Ib/in ( 49 N/mm ) of wicth
AMD 121b/in( 21 N/mm .) of width
3.6 INK PENETRATION, avg 240 - 1000 s
(ASTM D 824)
3.7 BURSTING STRENGTH, min 20 psi (138 kPa)
(ASTM D 774)

3.8 CONSTRUCTION

Two pieces of flexible, natural kraft paper, of identical widths are cemented to-
gether with edges flush. The cement must be suitable for use in dielectrie systems.
The cement shall be applied off-set from center and ciose to one edge.

Dats P:ora. Revisions '

o ne s Metricated, Renumbered & Retyped CAHI-RD572066-7.5 %l%%:t—:\.\ ,
1971 08 17 Released VESB-M1£2-B  AB1-302-14 l
1963 06 23 Released ESB-M1E2-A  AS1-960 i
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@ Engineering Material Specification VESB-M1E2-B

3.9 V ESB-M1E2-B ONLY
v3.9.1 Flammability

In order to comply with Federal Motor Vehicle Safety Standard No. 302,
the materials, portions of components, and composites shall not burn, or
transmit a flame across its surface, at a rate of more than 4 in (101 mm)
per min. To demonstrate compliance, the sample size and method of
testing shall be in accordance with FLTM BN 24-2.

3.9.2 Performance - Environmental Aging

All materials, portions of components, and composites defined by this
specification that have not been treated, modified or reformulated and
exceed a max burn rate of 3.0 in (76 mm) per min as specified by the
Flammability Lot Sampling Plan of FLTM BN 24-2, must be evaluated for
permanency of the materials' flame retardant properties per ESB-M25P3-
A according to the accelerated environmental aging requirements
applicable to the basic material category of this particular specification.

Any material, portions of components, and composites defined by this
specifieation that have been treated, modified or reformulated to conform
to Flammability Lot Sampling Plan of FLTM BN 24-2, regardless of max
burn rate, must be evaluated for both permanency of materials' flame
retardant properties and changes in mechanical, chemical and physical
properties per ESB-M25P3-A applicable to the basic materials category of
this particular specification.

3.9.3 Flammability Test Program

Materials, portions of components, and composites governed by this
specification must also comply with the requirements of VES-D3AB-
11014-AA.

3.10 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I~A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

2 2
1978 08 11 wyév Page _%_ of _<_
Sne Res 3948-b
7997 997 M T
I S0091k0 qu e t

Copyright by the Ford Motor Company

Fri Aug 26 13:53;06 2016
Full document details: FORD ESB-M1E2-A 1978


http://www.avadocuments.com/doc/ford-esb-m1e2-a-1978
http://www.avadocuments.com/doc/ford-esb-m1e2-a-1978

