@ Engineering Material Specification

Materiai Name Specification Number
WELT CORE - PAPER AND WIRE ESB-M1E61-A
1. SCOPE

The material defined by this specification is a twisted paper covered wire welt core.

APPLICATION

[
.

This specification was released originally for materials used for vinyl, leather or fabric
covered semi-rigid seat trim welts.

3. REQUIREMENTS
3.1 CONDITIONING

All test values indicaged herein are based on materials conditioned in a controlied
atmosphere of 23 + 2°C and 50 * 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.

3.2 CONSTRUCTION
(ASTM D 1910)

Diameter 0.145 - 0.155 in (3.68 - 3.94 mm)

Length As specified on engineering drawing.
3.3 COMPOSITION

The paper and wire core consists of oil tempered spring wire, covered with machine
finished kraft paper, 12 * 1(S) twist, which is adhered with a thermoplastic resin to
prevent delamination during fabrication of a welt assembly.

3.4 WEIGHT

Wire: 18 gauge or 12 gauge,
(ASTM A229-64) 259,000 - 289,000 psi
(1786 - 1993 MPa)

Paper Cover: 30-401b(133-178 N)
3.5 CONTACT STAINING

After fadeometer exposure as specified for the released cover material, the welt
core shall not cause staining.
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3.6 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification
is contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

1980 O3 13 V
KA Page 2_of 2_

Suva 77 3948
W 9009160 0008018 21T WM Documents

Copyright by the Ford Motor Compan
pany Document Sharing Hub

Tue Aug 30 23:45:09 2016
Full document details: FORD ESB-M1E61-A 1981


http://www.avadocuments.com/doc/ford-esb-m1e61-a-1981
http://www.avadocuments.com/doc/ford-esb-m1e61-a-1981

