Engineering Material Specification

Material Name Specification Number
PAPER, KRAFPT-POLYETHYLENE COATED ON ONE SIDE ESB~-M1E68~-A
1. SCOPE

The material defined by this specification is a virgin kraft paper sheet covered on one side
with a polyethylene film to provide complete water repellency for the coated side.

2. APPLICATION

This specification was released originally for material used in the 1878 Fairmont/Zephyr as a
moisture barrier and structural component of the foam core panel board, ESB-M2E96-A, and
used as the structural core in the one piece headliner.

3.  REQUIREMENTS

3.1 CONDITIONING
All test values indicac')ced herein are based on material econditioned in a controlled
atmosphere of 23 + 2°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.
3.2 " CONSTRUCTION
The kraft paper and polyethylene shall be heat fused to provide a finished material
which shall show no evidence of delamination during any of the following tests.
3.3 THICKNESS
(ASTM D 645, except use a 1/4 in (6.35 mm)
diameter foot and 3 oz (85 g) loading)
Total product 0.005 * 0.001 in (0.13 + 0.03 mm)
3.4 WEIGHT
(SAE J 315b)
3.41  Total product 19.4-23.7 1b/1000 £t2 (95-116 g/m?)
3.42  Polyethylene film 4.3-5.3 15/1000 £t (21-26 g/m?)
3.5 BURSTING STRENGTH, min 40 psi (276 kPa)
(SAE J 315b)
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3.6 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
This data is for information only and is not a requirement.

Thiekness of polyethylene film within the composite - 0.001 in (0.03 mm).
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