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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

ENAMEL, AIR DRY, ACRYLONITRILE BUTADIENE, STYRENE ESB-M1J72-D
PLASTIC (ABS)

1. SCOPE

The material defined by this specification is an air dry enamel specifically formulated to provide good
adhesion to the specified substrate.

2. APPLICATION

This specification was released originally for material used on the reflective surface of lamp bodies
and related parts.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 COMPOSITION

The material shall be composed of a blend of resins, pigments, and solvent properly
balanced to produce the color, gloss, and durability required by this specification.

3.21 Toxicity
The enamels shall contain no benzene, chlorinated solvents, hydrolyzable
chlorine derivatives or other toxic compounds, nor shall it have an obnoxious or

objectionable odor.

3.3 PHYSICAL PROPERTIES

3.3.1 Non-Volatiles, min 22 %
(FLTM BI 2-1)
Date Action Revisions
2000 11 30 Revised Removed ESB-M1J72-A/B/C, updated & renumbered R. Moore
1978 10 13 Metricated and Retyped CAH1-RD572066-126
1968 03 18 Released AX1-1115
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ENGINEERING MATERIAL SPECIFICATION ESB-M1J72-D

3.3.2

3.3.3

3.34

HIDING POWER, wet
(FLTM BI 1-1, at a viscosity of 17 - 21 s)

All metallic colors, 0.007 in (0.18 mm) 14
wedge, max
Black, 0.002 in (0.05 mm) wedge, max 14
Red and maroons, 0.007 in (0.18 mm) 14
wedge, max
Medium and dark colors, 0.007 in 10

(0.18 mm) wedge, max

Light colors and white, 0.007 in 8
(0.18 mm) wedge, max

Viscosity
(FLTM BI 11-1)

Ready to Spray 17-21s
Unreduced 28-40s
Stability

Shall not jell or liver upon standing.

Test Method: Place a sealed 3/4 full, pt (0.5 I) can in an oven for 16 h at 60 +/-
1 °C. An appreciable increase in viscosity (approximately 15 s) shall indicate
non-stability.

3.4 PREPARATION OF TEST PANELS
(FLTM BI 3-2, Method "E")

3.4.1

3.4.2

3.4.3

3.4.4
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Substrate

Acrylonitrile-Butadiene-Styrene plastic panels (or parts) of any convenient size.
Enamel

If necessary, reduce enamel to suitable spraying viscosity using solvent
recommended by the vendor, and apply the required film thickness, as specified
in paragraph 3.5.

Curing

Material shall air dry to a tack-free condition in 15 min and shall fully cure in 24 h.
Aging

Age the panels for 16 h at 43 +/- 3 °C for 72 h at 22 +/- 3 °C before testing.
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