@ ENGINEERING MATERIAL SPECIFICATION

Material Name Specilfication Number

ENAMEL, VINYL BAKING - INTERIOR QUALITY ESB-M26J200-A

ENAMEL, VINYL BAKING - INTERIOR ABRASION ESB-M26J201-A
RESISTANT

ENAMEL, VINYL BAKING - INTERIOR QUALITY - ESB-M26J200-B

EXEMPT SOLVENT
1. SCOPE

The materials defined by this specification are vinyl organosol coatings
suitable for interior exposure.

2. APPLICATION

These specifications were released originally for enamels used on interior
parts as follows:

ESB-M26J200-A for decorative parts subject to no more than mild
ESB-M26J200-B scuffing or abrasion during normal use.
ESB-M26J201-A for decorative or functional parts subject to scuffing
3. REQUIREMENTS
3.1 COMPOSITION
3.1.1 Vehicle

The vehicle shall be essentially a polyvinyl chloride resin
with suitable plasticizers, stabilizers and solvents.

3.1.2 Pigment
The pigment shall be balanced and blended so that the
finished vinyl coating matches the Ford Motor Company master
panel in color and meets the requirements of this
specification for durability.

3.1.3 Toxicity
This material shall contain no benzene, chlorinated or other
toxic compounds, or hydrolyzable derivatives, or have an
obnoxious or objectionable odor.

3.1.4 Volatile
3.1.4.1 Exempt Solvents (ESB-M26J200-B)

The volatile portion shall not be photochemically
reactive as defined below:

Date Action Changes
1978 12 08 Metricated and Retyped CAH1-RD572066~-206
1974 11 04 Added ESB-M26J200-B & ESB-M26J201-B AE1-6000-113
1963 07 25 Released AS1 #1002
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A photochemically reactive solvent is any solvent
with an aggregate of more than 20 % of its total
volume composed of the chemical compounds
classified below or which exceeds any of the
following individual percentage composition
limitations, referred to the total volume of
solvent:

. A combination of hydrocarbons, alcohols,
aldehydes, esters or ketones having an olefinic
or cycloolefinic type of unsaturation - 5 $%.

. A combination of aromatic compounds with eight
or more carbon atoms to the molecule except
ethylbenzene - 8 %.

A combination of ethylbenzene, ketones having
branched hydrocarbon structures, trichloro-
ethylene or toluene - 20 %.

Whenever any organic solvent or any constituent of
an organic solvent may be classified from its
chemical structure into more than one of the above
groups of organic compounds, it shall be considered
as a member of the most reactive chemical group,
that is, that group having the least allowable
percent of the total volume of solvents.

Enamels or primers sent to various regions of the
country must conform to E.P.A. rules and
regulations for that region.

3.1.5 Specific Composition (ESB-M26J200-B)

3.1.5.1 Volatile Portion

Suppliers shall furnish certification of
conformance to para 3.1.4.1 of this specification
to Ford Motor Company Purchasing, Body, Paint &
Sealing Systems Department, AAD, and the assembly
plant inveolved for each color supplied.

3.2 PHYSICAL PROPERTIES

3.2.1 Non-Volatile Solids 52 - 60 %
(FLTM BI 2-1)

3.2.2 Hiding Power, Dry
(FLTM BI 1-3)

Complete visual hiding at 3 mils (76 micrometer) dry film

thickness.
3.2.3 Consistency Heavy viscous liquid
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