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ENGINEERING MATERIAL SPECIFICATION

Material Name

GLASS, SAFETY, HEAT TREATED FLOAT-COATED
REFLECTIVE FILM, BRONZE COATING ON BRONZE

GLASS, 4.8 MM

GLASS, SAFETY, HEAT TREATED FLOAT-COATED
REFLECTIVE FILM, BRONZE COATING ON GRAY

GLASS, 4.8 MM

GLASS, SAFETY, HEAT TREATED FLOAT-COATED
REFLECTIVE FILM, BRONZE COATING ON GRAY

GLASS, 5.6 MM

GLASS, SAFETY, HEAT TREATED FLOAT-COATED
REFLECTIVE FILM, BRONZE COATING ON GRAY

GLASS, 4.0 MM

GLASS, SAFETY, HEAT TREATED FLOAT-COATED
REFLECTIVE FILM, BRONZE COATING ON GRAY

GLASS, 3.2 MM

1. SCOPE

BOT TO BE USED FOR NEW DESIGHN

Specification Number

V ESB-M28G15-A4

V ESB-M28G15-A5

V ESB-M28G15-A6

V ESB-M28G15-A7

V ESB-M28G15-A8

The materials defined by these specifications are a grade of tinted float glass coated one side
with a reflective film of metal oxides which has been heat treated. They meet test requirements
as described in American National Standard Institute Safety Code: ANSI Standard Z26.1 1977,
January 26, 1977, as supplemented by Z26.1a, July 3, 1980, and incorporated by reference in
FMVSS 205, February 23, 1984.

2. APPLICATION

These specifications were released originally for glasses used for special application in backlites
and sidelites glazed behind the "B" pillar (other than passenger cars) and in "Moon Roofs" in
motor vehicles.

Date Action Revisions
2000 09 20 Revised Updated & renumbered A. Cockman
1989 04 10 CASI-RD189434 3.11.1 Revised, Retyped
1981 10 27 AM1-6000-28 Released
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ENGINEERING MATERIAL SPECIFICATION V ESB-M28G15-A4/A8

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 PART (Coated Side)

vV 3.21

3.2.2

3.2.3

3.24

Copyright by the Ford Motor Company
Fri Aug 26 15;12;58 2016

General Performance

See VESB-M99P10-A for general performance requirements, such as
manufacturing imperfections, tolerances and certain requirements common to
float glass.

Weathering Resistance

No degree of fading, dulling or color change. No loss of adhesion is permitted
and specimens shall be completely free from evidence of checking or peeling.

Florida Exposure (Miami area): 12 months, 5°
facing south

Accelerated Weathering:* 1600 h
(FLTM BO 1-1)

In the event of differences between accelerated weathering and Florida
exposure, Florida shall govern.

Thermal Cycle Adhesion

No delamination and shall be completely free from evidence of checking or
peeling.

4 cycles:
90 °Cfor4 h
100 % humidity and 38 °C for 4 h
-40 °Cfor 16 h

Abrasion Resistance

Coating shall not wear through after 500 cycles, when tested per FLTM BN 8-2
using CS10 F wheels with 100 g load, on a heat treated sample.
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ENGINEERING MATERIAL SPECIFICATION V ESB-M28G15-A4/A8

3.3 DIMENSIONS

3.3.1 Thickness

V ESB-M28G15-A4 & A5 4.6 - 5.2 mm (4.8 Nominal)
V ESB-M28G15-A6 5.46 - 6.10 mm (5.6 Nominal)
V ESB-M28G15-A7 3.7 - 4.3 mm (4.0 Nominal)
V ESB-M28G15-A8 2.54 - 3.51 MM (3.2 Nominal)

3.3.2 Flatness
(Applicable to flat glass only; for curved glass, see Engineering Drawing.)

Warp: When measured with glass in a free state on a plane surface, shall not
accumulate to more than a total of 0.8 mm for each lineal 305 mm of glass
based on the major dimension; e.g., not more than 2.3 mm warp will be
allowed in a part 914 mm long.

Tong Kinks: On concealed edges, shall not exceed 0.8 mm within any 51 mm
increment of edge length. No other kinks permitted.

3.4 GLASS GRADING AREAS
For purposes of inspection to these specifications, sidelites, backlites and moon roofs
are divided into two zones or grading areas. These areas are designed "B", the entire
exposed glass area; and "C", the covered or concealed border area.

3.5 GLASS IMPERFECTIONS
Those described in para 3.5 are maximum permissible. No one piece of glass shall
contain all of these defects and those present shall be scattered so there is no
appreciable interference with normal vision.

3.6 MANUFACTURING IMPERFECTIONS, TOLERANCES

For definitions of float glass imperfections, see para 3.1.6 of V ESB-M99P10-A.

Type Area "B"

Bubbles(entrapped), max One 3.0 mm dia or two 1.5 mm with 305 mm
or min separation.

Bubbles (open), max Two 1.5 mm dia with 305 mm min
or separation.
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