Mater{al Name ‘ Specification Number
RUBBER SPONGE SHEET, CLOSED CELL - RECLAIMED ESB-M2D155-A
1. SCOPE

The, haterial defined by this specification is a reclaimed, closed cell,
expanded neoprene rubber.

2.  APPLICATION

This specification was released originally for material used as an
anti-rattler or cushion between metal surfaces, such as in-cab fuel tanks
and the floor pan.

3.  REQUIREMENTS
3.1 COLOR ' Black

3.2, DENSITY 320 - 721 kg/m3
(ASTM D 1622)

3.3 TENSILE STRENGTH, min 241 kPa
(ASTM D 412, Die C)

' ﬁlongacion, min ) 50 %

3.4 COMPRESSION SET, max
(ASTM D 1564, Method B, at 50 s
constant deflection, computed on
original deflection)

22 h at 23 +/- 2 C "25 %

22 hat 70 +/- 1 C 65 %
3.5 WATER ABSORPTION, max

(ASTM D 1056)

Static 33 %

(Except immerse for 24 h at 23 +/- 2 C
under atmospheric pressure),

Vacuur

80 %
Date Release No. Release/Revision
83//©8 NODE 100254 76-00{ 3.9 SPC Added
1978 04 28 |CAH1-RD572066-19 Metricated & Retyped
1965 06 11 |Tvl ws28 Released _ %9107,
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3.6 COMPRESSION DEFLECTION

(ASTM D 1056)

Normal, max ' 103 kPa

Aged 7 days at 70 +/- 1 C, Change, max 40 %
3.7  SHRINKAGE, max 1.5 %

Test Method: Expose a 250 x 250 mm slab to 70 +/- 1 C for 7 days.
The sample shall be measured to the center of each side before and
after exposure. The results shall be calculated on the basis of

the original dimensions.

3.8 COLD FLEXIBILITY AT -29 C

Normal No cracking

Aged 7 days at 70 +/- 1 C No cracking

Test Method: Expose 25 x 150 x 6.4 mm samples to -29 +/- 1 C for &4
h. Bend the samples 180 deg back upon itself.

3.9 STATISTIGCAL IROCESS

Suppliers must conform to the requirements of Ford Qualicy System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used tc an:=lyze process/product data so
that variation ir the final product is continuously reduced.

3.10 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials .Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.
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