@22 Engineering Material Specification

Material Name

Specification Number

POLYURETHANE FOAM, MOLDED - VESB-M2D362-A
1. SCOPE
The material defined by this specification is a molded, damped polyether urethane
foam.
2. APPLICATION

This specification was released originally for material used in 1986 Medium Truck
seat cushion applications when a damped seat cushion is required.

3. REQUIREMENTS

3.1

3.2

3.3

INFRARED SPECTROPHOTOMETR Y AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal
analysis of material/parts supplied to this specification. The spectra
and/or thermogram established for initial approval shall constitute the
reference standard and shall be kept on file at Ford Motor Co mpany. All
samples shall produce spectra and/or thermograms that correspond to the
reference standard when tested under the same econditions as those
specified on the master spectrum or thermogram.

CONDITIONING

All test specimens shall be preflexed twice to 80 - 90% of their thickness
(unless othewise noted) then conditioned at 23 2 2°C and 50 % 5% relative
humidity for 7 days* minimum prior to testing.

*From time of demolding molded part.

DENSITY, Core, min 32 kg/m°

(ASTM D 2406, Suffix "W", Sample Size 75 x 75 x 75 mm, cut 7 mm below
the top molded surface of the part),
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3.4 MATERIAL AND TEST SPECIMEN

For all foam samples, the following material properties shall be
determined on specimens that are free of skin (unless otherwise noted),
voids, and hard spots. Test specimens shall be cut from a plane whose top
surface is approximately 7 mm below the top surface of the sample or

part.

3.4.1 Tensile Strength, min 100 kPa
(ASTM D 1564, Suffix "T)

3.4.2 Elongation, min 200%

(ASTM D 1564, Suffix "T")

3.4.3 Heat Aged Tensile Strength, min 80% of original
(ASTM D 1564, Suffix "A™)

3.4.4 Tear Resistance, min 350 N/m
(ASTM D 1564, Suffix "G™)

3.4.5 Compression Set, normal, max 30%
(FLTM BN 15-7)

The reported value shall be the average value based on a 5 part
evaluation (15 specimens).

Test Method: 75% constant deflection, shall be computed on the
original deflection. All set values are obtained on specimens
defined by para 3.2 and 3.4 and the 25 mm dimension of the test
specimen shall be obtained perpendicular to the part top molded
surface. Computed deflection shall be controlled to & 0.05 mm.

3.4.6 Compression Set, autoclave 45%

aged, max
(FLTM BN 15-7)

The reported value shall be the average value based on a 5 part
evaluation (15 specimens)

Test Method: Determine normal compression set on similar test
Specimens that were steam autoelave aged (as defd'ned in FLTM
BO 12-1) for 3 h af 19.3 £ 10.3 kPa and/or 104 2 3°C, then dried
3 h at 104 * 3°C in a convection oven, followed by 1 h
eonditioning at 23 * 2°C and 50 % 5% relative humidity.

3.5 ASSEMBLY REQUIREMENTS
Parts submitted must exhibit a 222 N foree deflection value (IRGL) that is

54 2 5% of the 4.4 N force deflection value, or as specified on the
engineering drawing,

3.5.1 Load Indentation (IRGL value) Values and test location
(SAE J 815, steps 1-4 only) as specified on the engineering
drawing
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