ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

FIIM, VINYL - BONDING GRADE DELTA ESB-M2F102-C

1.

SCOPE

The material defined by this specification is a wvi
unsupported film.

APPLICATION

This specification was released origina
sunvisor cover material.

REQUIREMENTS

In addition to the requirements liste
requirements of ESB-M8P3-B.

3.1 CONDITIONING

All test wvalues indicated/,
in a controlled atmosphe
humidity for 24 h pr
controlled conditions

/- 5 % relative
under the same

3.2 DIMENSIONS
(ASTM D 374, Method

Thickness c 0.002 in (0.46 +/- 0.05 mm)

1.41

65 1b (289 N)

83 +/- 1

grained stock. Grained samples can be used
ce of 2 samples are placed together, then

Release/Revision

1982 12 22 Released B3T-3393/CEM1 PF-501293-2 WJB
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3.6  DIMENSIONAL STABILITY#**, change, max

DELTA ESB-M2F102-C

MD, % 6.0
AMD, % 2.0

Test Method: Cut a 12 x 12 in (305 x 305 mm) sample from any

portion of a roll and subject sample to a temperature of 102 +/- 3
C for 15 min.

**The material after cutting shall not change more than 1.5 % in
the machine direction and 1.0 % in the across machine direction

during warehouse storage, up to 2 weeks at normal temperature and
relative humidities.

3.7 RESISTANCE TO ELEVATED TEMPERATURE
(FLIM BN 13-2)

A bonded assembly shall exhibit no bond delamination or loss of
embossed definition.

3.8 BOND STRENGTH
(FLTM BN 13-1)

The material shall give satisfactory performance when bonded to
approved cover and/or padding materials and approved foundation
boards. The laminate shall be compatible with the binding resins
used in the approved foundation boards.

The bond strength of the bond lines shall meet the following

requirements:

Original 16 oz (4.5 N)
Aged 12 oz (3.3 N)
Wet 12 oz (3.3 N)

3.9 FLAMMABILITY

DELTA 3.9.1 1In order to comply with Federal Motor Vehicle Safety
Standard No. 302, the materials, portions of components,
and composites shall not burn, or transmit a flame across
its surface, at a rate of more than 4 in (101 mm) per
minute. To demonstrate compliance, the sample size and
method of testing shall be in accordance with FLTM BN 24-2.

3.9.2 Performance - Environmental Aging

All materials, portions of components, and composites
defined by this specification that have not been treated,
modified or reformulated and exceed a maximum burn rate of
3.0 in (76 mm) per minute as specified by the Flammability
Lot Sampling Plan of FLTM BN 24-2, must be evaluated for
permanency of the materials' flame retardant properties per
ESB-M25P3-A according to the accelerated environmental
aging requirements applicable to the basic material
category of this particular specification.
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