Engineering Material Specification

Material Name

ADHESIVE, POLYVINYL BUTYRAL - PLASTIC SHEET

1. _SCOPE

The material defined by this specification is sheet polyviny, '
triethylene glycol dlhexoate plasticizer (aircraft type mat p

APPLICATION

This specification was released originally for materiffiise
bracket to the windshield.

REQUIREMENTS
3.1
3.1.1

3.1.2

DIMENSIONS

Thickness
Length and Width

The length and

3.2 CLEANLINESS
The surface shall be free fi “odium
material), or othe .

3.3 SURFACE

in formulation or processing shall
ibed in Supplier Procedure I-A.

Specification Number

ESB-M2G59-A

mirror

(508 + 51 um)
e Purchase Notice.

bicarbonate (other dusting

roughened surface to facilitate handling and

e been exposed to water or other liquids in transit
f being dried to 0.5% moisture or less in 12 min at

his specification must. be equivalent to that originally

not be made without prior

Date No. Revisions
1978 05 22 Metricated and Retyped CAK1-RDS72066- 3¢,  Mbp 24 LE ol
1963 06 05 Released AS1 #915
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.
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