@ Engineering Material Specification

Material Name

PAINT PERFORMANCE, DECORATIVE FINISH FOR BRIGHT METAL PARTS -
INTERIOR AND SMALL EXTERIOR

1.

Specification Number

SCOPE

This specification defines the quality of the paint finish for decorative purposes over interior
and small exterior decorative ornaments and lettering made from chromium plated die
castings, chromium plated steel, chromium plated plastie, aluminum or stainless steel.

APPLICATION

This specification was released originally for partially painted interior and small exterior
bright metal parts employing air dry or baking enamel as specified. Exterior applications
are limited to ornaments approximately 3 x 5 in (75 x 125 mm) and lettering approximately 2

ESB-M2P2-A

x 10 in (50 x 250 mm) in size. These requirements are also specified for fully painted
aluminum (not anodized) surfaces where a single coat of baked enamel is satisfactory.

3. REQUIREMENTS

3.1 METAL PREPARATION
3.1.1 Partially Painted Anodized Aluminum, Chromium Plate, or Stainless Steel
Surfaces
Adequate preparation per process C-250E, or equivalent performing
process when specifically so approved by the using Ford manufacturing
division.
3.1.2 Fully Painted Aluminum
Bare aluminum (not anodized) shall be oxide coated per ESB-M6P2.
3.2 PRIMER FOR CHROMIUM SURFACES
The use of ESA-M6J73 primer is optional if necessary to obtain the required
adhesion. The primer film thickness is 0.0005 - 0.00075 in (13 - 19.1 um).
3.3 ENAMEL
Shall consist of a single baked coat. Prior to use of an enamel, the manufacturer of
the enamel shall obtain approval for the specific color and gloss from the BEPE
Materials Engineering Department.
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3.4 FILM PROPERTIES

3.4.1 Color and Gloss
(FLTM BI 9-1 and FLTM BI 10-1)

Shall match master sample approved by Styling or initial samples
submitted on Form 292-A and approved by Quality Control for color
match and gloss.

3.4.2 Initial Hardness

Shall be sufficiently cured at time of packing to withstand normal
handling and shipping without marring.

3.4.3 Film Thickness (enamel only), min 0.0010 in (25 um)
{FLTM BI 17-1)

Unless otherwise specified on the engineering drawing.

A lower minimum film thickness may be specified on surfaces which are
non-visible, non-critical or are not subject to weathering. (When the
production part does not lend itself to film thickness measurements, test
panels processed concurrently with production parts may be used).

3.4.4 Curing-Painted Chromium Plated Plastic

The painted parts shall be conditioned according to one of the following
cure schedules before testing durability properties under para 3.5.

. 30 min at 71 + 3°C

. 16 hat43+3°
. 72hat 23 +2°C

3.5 DURABILITY PROPERTIES
3.5.1 Water Resistance, min 2h

Test Method: Immerse the parts for 2 h in distilled or deionized water at
5 ppm sgater soluble impurities (NaCl equivalent) maximum, maintained at
38 + 1°C as described in FLTM BI 4-1. Remove parts from water and
immediately scribe an X through the enamel to the metal in representa-
tive painted areas most prone to blistering. Dry the scribed area with a
paper towel, cloth or air presgure and immediately apply, with firm thumb
pressure, a minimum ff 2 in® {13 em“) of ESF-M3G48-A tape. (On parts
having less than 2 in“ (13 em®) of paint area, a minimum of 50% of the
painted area must be taped). Remove the tape by pulling one end at a 90
angle at a moderate speed.

The following conditions shall be basis for rejection:
. Removal of paint beyond 1/16 in (1.6 mm) from any seribe line;
. Any blistering noticeable upon visual inspection;
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