@ Engineering Material Specification

Material Name Specification Number

PAINT PERFORMANCE, INTERIOR - CORROSION RESISTANT ~ ALKYD ESB-M2P25-A
ENAMEL

1. SCOPE

This specification defines the performance requirements for an alkyd enamel paint system
required for interior automotive parts which are subject to corrosion to a greater degree
than normally occurs in the interior of a vehicle.

2.  APPLICATION

This specification was released originally for a finish specified for door trim retainers and
similar parts.

3. REQUIREMENTS

3.1 GENERAL REQUIREMENTS
Parts painted under this specification shall meet all performance requirements of
ESB-M2P22 with additional requirements as noted below:

3.2 SUBSTRATE
Cold or hot rolled low carbon steel

3.3 METAL PREPARATION
Phosphate coat per ESB-M3P1.

3.4 PRIMER
Baked primer, 0.0005 in (13 um) dry film thickness on all surfaces.

3.5 COLOR COAT
Baked enamel, 0.0015 in (38 um) dry film thickness on all visible surfaces.

3.6 SALT SPRAY RESISTANCE, min 120 h
(FLTM BI 3-1)
No rusting or blistering.

3.7 SUPPLIER'S RESPONSIBILITY
Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
This information is for direction of the user and is not a requirement for the supplier.

S.1 MATERIAL REFERENCES

Primers ESB-M6J27 ESB-M64J57
ESB-M6J49 ESB-M6J68
ESB-M8J50 ESB-M6J72
ESB-M6J56

Enamels: As released by appropriate engineering authority, such as Engineering
Release, Advance Information and/or color and trim charts.
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