@ Ergineering Material Specification

Materiat Name Specification Number
PAINT QUALITY, CORROSION RESISTANT VISIBLE - EXTERIOR ESB-M2P43-A
1. SCOPE

This specification defines the performance requirements for a finish for visible exterior
parts where good corrosion resistance is a primary and initial appearance a secondary
requirement.

2.  APPLICATION

This specification was released originally for a finish used on truck bumpers and running
bogrds.

3. REQUIREMENTS
3.1 SYSTEM COMPONENTS

. Zine phosphate coating per ESB-M3P1-A.
. Bsaked primer
. Baked alkyd enamel color coat.

3.2 FILM PROPERTIES

3.2.1 Color
(FLTM BI ¢-1)

Shall match Ford Motor Company master panel.

3.2.2 Gloss, min 80
(FLTM BI 10-1)

3.2.3 Dry Film Thickness, min
(FLTM BI 17-1)

Primer 0.0005 in (13 um)
Enamel 0.0015 in (38 um)

3.2.4 Initial Hardness

Shall be sufficiently cured at time of packing to withstand normal
hancling and shipping without marring.

3.2.5 Adhesion No fleking or chipping.
(FLTM BI 6-1)
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3.3  DURABILITY PROPERTIES

3.3.1 Salt Spray Resistance, min 168 h
(FLTM BI 3-1) _ _

3.3.2 Water Resistance, min 168 h
(FLTM BI 4-1)
No blistering or dulling,

3.4 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formilation or processing shall not be made without prior
approval as deseribed in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS
Suppliers to this specification must be approved by the affected produet engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-FA. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
This information is for direction of the user and is not a requirement for the supplier.

5.1 MANUFACTURING ENGINEERING REFERENCE
Applicable Process Standard C-312
5.2 MATERIAL REFERENCES

Primer ESB-M6J71
ESB-M6J72
ESB-M6J88

Enamel ESB-M2J100 quality
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