@D Engineering Material Specification

Material Name Specitication Number

PAINT PERFORMANCE, BODY INTERIOR - NONVISIBLE | ESB-M2P46-A
AFTER FINAL ASSEMBLY

1. SCOPE

This specification defines the performance requirements of a paint finish for interior
body areas which are not visible after final assembly. '

2. APPLICATION

This specification was released originally for paint performance for interior areas of
bodies accessible to paint operations and painted concurrently with ESB-M2P4 Paint
Performance. It applies only to areas not otherwise covered by paint quality or
corrosion protection specifications on engineering drawings, Trim and Sealer Manual, or
similar engineering documents.

3. REQUIREMENTS
3.1 SYSTEM COMPONENTS

3.1.1 Cleaning

Commercial cleaning and/or phosphate coating as required for paint
adhesion.

3.1.2 Baked Primer Surfacer, min 13 um

ESB-M6J120-B not required for non-visible areas of hood and roof in
cathodic electrocoat plants.

3.2  PHYSICAL PROPERTIES

3.2.1 Hardness

. Sward, min 26
(FLTM BI 12-1)

. Penecil, approx 2B

+ Tukon, min 4.0

(FLTM BI 12-2)

3.2.2 Adhesion No flaking or chipping.
(FLTM BI 6-1)
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1978 11 17 Metricated, Renumbered and Retyped CAH1-RD572066-177 ‘
1963 09 20 Released AS1 #1095
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3.3 DURABILITY PROPERTIES
3.3.1 Water Resistance, min No failure in 48 h

(FLTM BI 4-1)
34  TEST PANELS

Since it is generally not feasible to test areas painted under this specification
for hardness and water immersion, laboratory panels, representative of
production conditions in all respects may be used.

3.5  SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all
characteristics to the material upon which approval was originally granted.

Prior to meking any change in the properties, composition, construetion, -color,
processing or labelling of the material originally approved under this
specification, whether or not such changes affect the material's ability to meet
the specification requirements, the Supplier shall notify Purchasing, Toxicology
and the affected Materials Engineering aectivity of the proposed changes and
obtain the written approval of the Materials Engineering activity. Test data,
test samples and a new code identification are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to tl
materials addressed by this document. The restrietions are defined
Engineering Material Specification WSS-M99P9999-A1, unless a different suffix
(e.g., A2 or A3) is specified on the engineering document for the application.

4. APPROVAL OF MATERIALS

This specification is intended to define the performance and/or properties of finished
parts or systems of combined materials. An Engineering Material Approved Source
listing is not applicable for this specification. Produet Engineering materials
referenced in this document and/or the affected engineering drawing, which require
prior Engineering approval, are shown in the Engineering Material Approved Source
List under the specification cited.

5. GENERAL INFORMATION
This information is for direction of the user and is not a requirement for the

supplier.
"5.1° MANUFACTURING ENGINEERING REFERENCES
Applicable Process Standards: C-200, C-700, C-800

5.2 = MATERIAL REFERENCES

Phosphate coating, primers and color coats referenced under related engineering
specifications.

5.3 RELATED SPECIFICATIONS

ESB-M2P4: Paint Quality Exterior - Acrylic Enamel
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