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» Matarial Name Specification Numtor
PAINT PERFORMANCE, EXTERIOR PARTS LESS COLOR COATA : ESB-M2P47-A

This _specification defines the performance requirements for a paint finish for visible
exterior parts supplied without color coat.

2.  APPLICATION

This specification was released originally for a finish on visible exterior service or
production parts to which color coat is to be subsequently applied to meet ESB-M2P4 or
ESB-M2P5 requirements.

' 3. REQUIREMENTS

3.1 SYSTEM COMPONENTS
. Zine phosphate coat ESB-M3P1.
. Baked primer surfacer, min 0.0010 in (25 um)
3.2 The primed part, when properly processed and color coated as detailed in para 3.3,
shall pass all requirements of ESB-M2P4 or ESB-M2P5, as applicable.
3.3 The part as received shall be processed as follows:
. Wet sand with 360 paper.
. Wash off sanding sludge with tap water, using & final thorough rinse with deicnized
or distilled water.
. Blow off excess moisture and dry in oven at 121°C or higher.
. Wipe with M-14J147 naphtha, and tack off. Apply 0.0015 in (38 pm) minimum
color coat as follows, using previously tested and approved batches:
ESB-M2P5:  ESB-M30J100 Quality Black
- ESB-M2P4:  ESB-M32J100 Quality Black
. Bake at standard baking schedule for color coat.
3.4 SUPPLIER'S RESPONSIBILITY
Material supplied to this specification must be equivalent to that origina}ly
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure 1-A.
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@ Engineering Material Specification ESB-M2P47-A

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
‘contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List. :

S. GENERAL INFORMATION .
This information is for direction of the user and is not a requirement for the supplier.

5.1 MANUFACTURING ENGINEERING REFERENCE
Applicable Process Standard C-293
5.2 MATERIAL REFERENCE
Service parts only ESB-M6J62

Service or production parts Primers referenced or re-
leased under applicable end-
use specification. ’

z”
1978 11 27

Pags l of _2
(ot ssasn L1/ -

B 90091L0 0015kL584 518 N ’
— Documents

Copyright by the Ford Motor Company Document Sharing Hub

Fri Aug 26 14:23:54 2016
Full document details: FORD ESB-M2P47-A 1978


http://www.avadocuments.com/doc/ford-esb-m2p47-a-1978
http://www.avadocuments.com/doc/ford-esb-m2p47-a-1978

