@ Ehgineeﬁ:ng Material Specification

Material Name . . Specification Number
PAINT PERFORMANCE, UNi)ERBODY, CORROSION RESISTANCE ESB-M2P6-B
240 HOURS '

1. SCOPE

This specification defines the performance requirements
underbodies.

2. APPLICATION

This specification was released originally for a finis
tection is required and appearance is not a fackqr.
fenders, floor pan, rear wheelhouse, engine co
structure components of unitized vehicles. - These
meet ESB-M2P4.

orrosion pro-
ermeath areas of
panel and front
concurrently to

3. REQUIREMENTS
3.1 SUBSTRATE iy steel (CRLC)
3.2 METAL PREPARATION
Zine Phosphate coating Qer: ESB-¥JP1.  Iron Phosphate, ESB-M3P2 is approved only

when the underbody is- ted concurrext M2P33 Alternate Exterior Speci-
fication for Commers icles.

3.3 0.0007 in (18 ym)

0.001 in {30 um) preferred

=0 opgnings in cathodic electrqcoat plants. In some
nyform color and appearance. )

No flaking or chipping.

240 h

patory panels mey be substituted. The finished panels shell be
duction [or phosphate coating, {ilm thickness and bake.

Date Revisions
1980 02 05 -
3.3 Revised - Retyped  (4.7/-AF £ F2979-) 722 Vrlead
1979 08 09 Relessed AJ1-6000-237 -
54&5 Page _L ot 2
. . S - 79”'“{“',3 ””]'5,,5“,,7?3 - _ ... Documents

Copyright by the Ford Motor Company

Fri Aug 26 14:14:04 2016
Full document details: FORD ESB-M2P6-B 1980


http://www.avadocuments.com/doc/ford-esb-m2p6-b-1980
http://www.avadocuments.com/doc/ford-esb-m2p6-b-1980

@ Engineering Material Specification ESB-M2P6-B

3.6 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally approved.
Changes in formulation or processing shall not be made: without prior approval as des-
eribed in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the Engineering
Materials Approved Source List.

5. GENERAL INFORMATION
This information is for direction of the user and is not a requirement for the supplier.

5.1 MANUFACTURING ENGINEERING REFERENCE
5.1.1 Applicable Process Standards

Commercial C-700
Lineoln, Continental, Thunderbird C-800
All Others C-200

5.2 MATERIALS REFERENCES

Alternate finish coats, all car lines:

. ESB-M6J102, ESB-M6J103, ESB-M6J114, ESB-M6J115, ESB-M6J117, ESB-M6J118,
ESB-M6J119, ESB-M6J120 Primers.

. ESB-M64J12-B Electrocoat Primer.

. ESB-M64J13-A, ESB-M64J13-B, ESB-M64J13-C Electrocoat Primer.

. ESB-M64J18-A Electrocoat Primer

. ESB-M64J19-A Electrocoat Primer
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