@ Engineering Material Specification

Materisi Name Specification Number
PAINT PERFORMANCE, HIGH VISIBILITY PLASTIC PARTS - ' ESB-M2P7-B2
EXTERIOR - TEXTURED PAINT
1. SCOPE
This specification defines the performance requirements of a low gloss textured paint finish on
high visibility exterior plastic parts. A wet-on-wet catalyzed paint system with no primer is
used to achieve the desired finish.
2. APPLICATION
This specification was released originally for a system used as the total paint finish for pick-up
truck box covers.
3. REQUIREMENTS
The requirements for this specification are contained in ESB-M2P7-Bl. The exceptions are as
follows:
Paragraphs 3.1.3 Primer Surfacer, 3.1.4 Sealer or Guidecoat and 3.1.5 Repair Primer are not
applicable.
3.1.6 Color Coat
Color is provided by 2 coat wet on wet catalyzed paint system. The basecoat
is a smooth uniform coating sprayed to a dry film thickness of 0.0015 in (38.1
um). The second coat is an overlay finish used to provide a uniform textured
appearance matching the Design Center Standard. No minimum film
thickness is required as this coating is discontinuous and required for
appearance only.
3.2.4 Film Thickness
(FLTM BI 17-1)
Basecoat: 0.0015 in (38.1 um), minimum dry film thickness.
Top Coat: No minimum thickness required.
3.2.5 Polishing Not applicable.
3.3 RESISTANCE PROPERTIES
All requirements apply to the basecoat with and/or without the textured topcoat.
Note: Parts may be evaluated for resistance properties with or without being agec
16 h at 43 °C or 72 h above 21 °C before test.
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5. GENERAL INFORMATION
This data is-included for information only and is not a requirement.
5.1 MATERIAL REFERENCES

Base Coat: ESB-M2J116-B
Top Coat: ESB-M2J117-B

5.2 SUBSTRATES

ESB-M3D105 Polyester Resin - Fiberglass Reinforeced Matched Metal die molding com-
pound.
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