@D Engineering Material Specification

Material Name Specification Number
TAPE, VINYL FILM - PRESSURE SENSITIVE - EXTERIOR BLACK-OUT ESB-M3G131-A
1. SCOPE

The material defined by this specification is a pressure sensitive, paper backed, low gloss black
vinyl film suitable for black-out applications on windshield glass.

2. APPLICATION

This specification was released originally on the exterior front windshield of the 1982 Lineoln
and Mark VL.

3. REQUIREMENTS
3.1 CONDITIONING
All test values indicated herein are based on materials conditioned in a controlled
atmosphere of 23 + 2°C and 50 = 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.
3.2 PHYSICAL PROPERTIES
3.2.1  Tensile Strength, min 3000 psi (20.7 MPa)

(ASTM D 882, Method "A," 1 x 6 in (25 x 150 mm) sample, 2 in (51 mm)
distance bench marks, jaw spaced at start, 4 in (100 mm) pulling speed 2 in (50

mm)/ min).
3.2.2 Elongation, min 300%
3.2.3 Tear Strength, min 100 lbs/in (17.5 N/mm) thickness

(ASTM D 1938)

3.2.4 Adhesion, min
(ASTM D 1000, except determine adhesion to Ford Motor Company approved
laminated float giass (VESB-M28G- type)

As received 30 oz/in (328 N/m) width
Aged 75 oz/in (822 N/m) width
Except windshield washer solution 25 oz/in (219 N/m) width
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Test Method: Expose duplicate samples to each of the following conditions:

72 h at 70 = 1°C.

400-h weathero&neter per FLTM BO 1-1.

168 h at 38 £ 1 C and 95 - 100% relative humidity.

240 h water immersion per FLTM BI 3—1. o

10 cycles consistingof 4 hat 70 ¢ 1 OC, 4hat38 +1°Cand95-100%

relative humidity, and 16 h at -29 £ 1°C.

. 240 h salt spray per FLTM BI 3-1.

. 24 h windshield washer solution immersion per engineering
specification ESB-M8B15-B.

Note: Samples shall be conditioned for 48 h at 23 * 2°C and 50 * 5% relative
humidity prior to exposure. Tests shall be completed within 4 h after removal
from the conditioning environment.
3.3 FILM PROPERTIES
3.3.1 Appearance
Shall match the Ford Motor Company styling master sample.

3.3.2 Thickness
(ASTM D 1000)

Tape plus adhesive, min .017 in (.43 mm)
Release Paper .006 in (.15 mm)
3.3.3 Gloss

(FLTM BI 10-1)

The gloss of production material shall not vary more than + 7 units with a 80°
(1 rad) glossmeter from the master sample approved by the Design Center.

3.4 RESISTANCE PROPERTIES
3.4.1 Preparation of Test Samples
Except where otherwise noted, resistance property tests shall be conducted’
using approved Ford Motor Company float glass (5 x 7 in (127 x 178 mm)

minimum. The glass plates shall be solvent wiped with M14J147 petroleum
naphtha prior to applying the film per the following procedure.

. Peel off the backing paper from the film in a smooth, continuous
motion. Do not pull the film from the paper.

. Position the film on the panel.

. Using a plastic squeegee, smooth out the film using firm overlapping
strokes, working from the center of the panel. Carefully work out all
air bubbles.

The film shall cover the face of the test glass plate and allow a 1/8 -1/4 in
(3.2 - 6.4 mm) border around the four gides. Test panels, with applied film,
shall be conditioned for 48 h at 23 £ 2°C and 50 % relative humidity prior to
starting the tests.
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