ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

LABEL, VINYL FILM - PRESSURE SENSITIVE ESB-M3G148-A
INTERTIOR QUALITY

1. SCOPE

The material defined by this specification is a pressure sensitive, paper
backed, vinyl film, suitable for interior applications.

2. APPLICATION

This specification was originally released for labels used in the luggage
compartment to provide instructional information.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts
submission. Appropriate statistical tools must be used to analyze
process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.
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3.3 APPEARANCE

The labels shall be free of streaks, blisters, wrinkles, ragged
edges, and any other surface imperfections which will make them
unsuitable for the intended usage. The design and color shall be as
specified on the engineering drawing.

3.4 SETTING TIME FOR NORMAI. HANDLING

The label shall set sufficiently to permit normal handling
immediately after application.

3.5 FIIM PROPERTIES
3.5.1 Appearance
Shall match the Ford Motor Company styling master sample.
3.5.2 Thickness

(AST D 1000)
Tape Plus Adhesive, min 0.10 mm
Release Paper, min 0.05 mm

3.5.3 Gloss
(FLT™ BI 10-1)

The gloss of production material shall not vary more than +/-
7 units with a 60 deg (1 rad) glossmeter from the master
sample approved by the Design Center.

3.6 PREPARATION OF LABELS ON TEST PANELS

Except where otherwise noted, tests shall be conducted on test panels
of the substrates listed below, by applying the film or label per the
following procedure:

Peel off the backing paper from the film or label in a smooth,
continuous motion. Do not pull the film from the paper. ’

Position the film or label on the panel.

Using a plastic squeegee, smooth out the film or label using firm
overlapping strokes, working from the center of the panel.
Carefully work out all air bubbles.

Test panels with applied film or label shall be conditioned for 48 h
at 23 +/- 2 C and 50 % relative humidity prior to exposure. Tests
shall be completed within 4 h after removal from the conditioning
enviromment unless otherwise noted.
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