Engineering Material Specification

Material Name Specitication Number
TAPE, POLYESTER FILM ESB-M3G24~-A
1. SCOPE

The material defined by this specification is a silver, metallized polyester film tape,
possessing & long-aging adhesive which provides excellent permanent bonding
characteristics.

2. APPLICATION
This specification was released originally for material used as hood ornament dust and water
seals.
3. REQUIREMENTS
3.1 CONDITIONING
All test values indicaoted herein are based on materials eonditioned in a controlled
atmosphere of 23 + 2°C and 50 * 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.
3.2 BREAKING STRENGTH, min 22 1b/in (3.8 N/mm) width
(ASTM D 1000, except pulled at 20 in (508 mm)/min)
Elongation at Break, min 110%
3.3 ADHESION TO STEEL, min 35 oz/in (383 N/m) width
(ASTM D 1000, pulled at 12 in (305 mm)/min) :
3.4 MOISTURE VAPOR TRANSMISSION RATE, max 0.lg
(FLTM BU 1-1)
3.5 AGING CHARACTERISTICS
Shall not yellow or discolor or show any evidence of failure, loss in adhesion,
cracking, staining, etc., when tested as outlined.
3.5.1 Weatherometer, min 500 h
(FLTM BO 1-1)
3.5.2 Sunlamp Exposure, min 500 h
(FLTM BU 5-1)
3.6 SUPPLIER'S RESPONSIBILITY
Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.
Date P,::‘ Revisions
1978 05 05 Metricated and Retyped CAHl—R.D512L066—.3/ Han A Lol o
1963 07 30 Revised para. 3.6 (line 5 was Bodv Matl. Lab.) AS1-1010
1963 06 05 Released AS1-915
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering ofﬁcg.
Procedure for gaining approval of a specific material to a new/egxstmg ES—M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.
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