ENGINEERING MATERIAL SPECIFICATION

Material Name specilication Number
TAPE, VINYL CHLORIDE POLYMER ESB-M3G40-A
1. SCOPE

The material defined by this specification is a vinyl chloride polymer tape
having no adhesive backing.

2. APPLICATION

This specification was released originally for use as a protective covering
for prefabricated wiring harnesses; as such, it is wrapped around the wires
with sufficient tension and overlap to provide adequate retention.
Material is not recommended for use in areas where the temperature exceeds
82 C.

3. REQUIREMENTS
3.1 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 APPEARANCE . Black with a smooth, glossy surface

3.4 DIMENSIONS

3.4.1 Thickness 0.09 - 0.20 mm
{(ASTM D 1000)

3.4.2 Width As required to produce the overlap
specified on the engineering
drawing
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3.5 PHYSICAL PROPERTIES

3.5.1 Specific Gravity, min 1.22
(ASTM D 792)

3.5.2 Tensile Strength, min 13.8 MPa
(ASTM D 882, Method "A")

3.5.3 Elongation, min 200 %
(ASTM D 882)

3.5.4 Modulus at 100 % Elongation, min 5.5 MPa
(ASTM D 412)

3.6 COLD FLEXIBILITY No cracking

(FLTM BN 102-01)

3.7 FLAMMABILITY
(ASTM D 568, Method "A" or "B")

Self-extinguishing within 15 s and without more than 152 mm of length
being burned.

4. FUNCTIONAL APPROVAL

Materials being evaluated for initial approval to this specification shall
be subjected to a production trial. Functional trial results should be
available to Design and Materials Engineering prior to material approval
and release.

5. SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all
characteristics to the material upon which approval was originally granted.

Prior to making any change in the properties, composition, construction,
color, processing or labeling of the material originally approved under
this specification, whether or not such changes affect the material's
ability to meet the specification requirements, the Supplier shall notify
Purchasing, Toxicology and the affected Materials Engineering activity of
the proposed changes and obtain the written approval of the Materials
Engineering activity. Test data, test samples and a new code
identification are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to the
materials addressed by this document. The restrictions are defined in
Engineering Materials Specification WSS-MS99PS999-Al.
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