@ Engineering Material Specification

Material Name fieat b
CARPET - NEEQLED NON-WOVEN POLYPROPYLENE- S i
339 g¢/m
CARPET ~ NEEDLED NON-WOVEN POL,YPROPYLENE- ESB-M3H41-A2

NON-BACECOATED - 339 g/m
1 SCOPE

The material defined by this specification is a scrimless, needled, non-woven cut pile
carpet of good quality and uniform composition.

2. APPLICATION

The VESB-M3H41-Al specification was released originally for material used as a
covering for package tray, side walls, and quarter panels for all 1981 Escort and Lynx
three door and station wagon models.

The ESB-M3H41-A2 specification was released originally for material used as a covering
for the lower back trim panel assembly for the 1985 1/2 Escort/Lynx carlines. This
cover material must always be bonded 100% to a substrate material to lock in the
surface fibers and minimize fiber loss due to wear.

3. REQUIREMENTS

3.1 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal analysis
of material/parts supplied to this specification. The IR spectra and thermogram
established for initial approval shall constitute the reference standard and shall
be kept on file at the designated material laboratory. All samples shall produce
IR spectra and thermogram that correspond to the reference standard when
tested under the same conditions.

3.2 CONDITIONING

All test values indicatgd herein are based on material conditioned in a controlled
atmosphere of 23 £ 2°C and 50 % 5% relative humidity for 24 h prior to testing
and tested under the same controlled conditions.

3.3 PHYSICAL CHARACTERISTICS

In addition to the requirements listed herein, the carpet shall meet all
requirements of ESB-M8P2-A.

3.4 APPEARANCE
(FLTM BI 9-1)

The color and finish shall mateh the approved Design Center master sample as
reviewed by the design activity (of the affected product engineering office) or
shall be as specified on the engineering drawing.

Date T Revisions
1985 02 ok Released ESB-M3H41-A2 C1@1-CRS27993
1980 05 15 Released ESB-M3H41l-A  CEK1-AFS58556L Al Tt
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3.5  COMPOSITION
(ASTM D 276)

VESB-M3H41-A1 ESB-M3H41-A2
Fiber 100% polypropylene, 100% polypropylene,

ultraviolet resistant ultraviolet resistant
Backeoating Latex or as specified None

on the engineering

drawing

3.6 CONSTRUCTION

3.6.1 Fiber Size and Description 20 or 22 dtex poly-
propylene, pigmented
dyed, 76 - 82 mm staple

3.6.2 Needle Gauge, min 3.5 ribs/em
(ASTM D 418)

3.6.3 Pile Height, range 6.3 - 8.9 mm
(ASTM D 418)

3.6.4 Weight, range, g/m2
(FLTM BN 6-1) -

VESB-M3H41-Al ESB-M3H41-A2
Pile Fiber 339 - 414 339 - 414
Backeoating 102 - 122 0
Total 441 - 536 339 - 414
3.7 ABRASION, min
(FLTM BN 8-2,
H10 wheels, 1 kg load)
Original 1200 cyecles
Aged 1000 cycles

200 SFH or 21,000 langleys
in Florida at 88°C

The material shall exhibit no evidence of excessive penetration to the foundation
of the pile fibers in the abraded area. Production material shall be equal to or
better than that exhibited by the master sample approved for production by the
Textile Engineering Section, BEPE, Materials Engineering Depart ment.

3.8 SHRINKAGE, max 2.5%
(FLTM BN 5-1, both directions)

3.9  FADE, min rating
(FLTM BN 1-1)

200 SFH or 21,000 langleys Dry 4

in Florida at 88°¢ Wet 4
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