ENGINEERING MATERIAL SPECIFICATION

Material Neme File Control No. Specification Number

CARPET, NYLON - SUSSEX PATTERN - ESB-M3H80-B
POLYETHYLENE BACKCOATED - 610 g/m2

CARPET, NYLON - SUSSEX PATTERN - ESB-M3H80-C
SBR LATEX BACKCOATED - 610 g/m2

1. SCOPE

The material defined by this specification is a spun nylon cut pile
carpet, tufted into a spun bonded, non-woven polyester primary backing.
The tufted carpet is then coated with a polyethylene or latex
backecoating, depending upon the intended application.

2. APPLICATION

The ESB-M3H80-B specification was released originally for door trim
panels for the 1990 Lincoln Town Car.

The ESB-M3H80-C specification was released originally for throw-in mats
for the 1990 Lincoln Town Car.

3.  REQUIREMENTS
3.1  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality system
Standard Q-101. A mutally acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

All samples shall produce spectra or thermograms that correspond to
the reference standard when tested under the same conditions. The
infrared spectra or thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory.

3.3 CONDITIONING

All test values indicated herein are based on materials conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for 24 h prior to testing and tested under the same
controlled conditions.
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ENGINEERING MATERIAL SPECIFICATION ESB-M3H80-3

ESB-M3H80-C

3.4 FOG NUMBER, min 60 %
(FLTM BO 116-3)

Formation of. excessive amounts of clear film or droplets is cause
for rejection.

3.5 SAMPLE SELECTION

All evaluations shall be conducted on test specimens taken from
finished roll goods prior to any subsequent operations, such as
reheating or molding.

3.6  APPEARANCE
(FI.TM BI 9-1)

The color, pattern, and finish shall match the approved Design
Center master sample, or shall be as specified on the engineering
drawing.

3.7 ADDITIONAL REQUIREMENTS

In addition to the requirements listed herein, the end-item carpet
assembly (molded or otherwise fabricated), shall meet all
requirements of the following:

The ESB-M8P2-A performance specification for carpets, for the
ESB-M3H80-B construction, and the ES-E3EB-6113000-Aa specification
for throw-in mat assembly, for the ESB-M3H80-C construction, except
as shown below.

3.7.1 Pile Tuft Pull Strength, min
(ASTM D 1335, ‘15 tests, random selection)

The force necessary to pull the pile tufts out of the
carpet shall be as follows:

Original 11.1 N
After Cycling 11.1 N
3.7.2 Abrasion Weight Loss, max 0.20 gram

(FLTM BN 8-12, H-18 wheel,
1 kg load, 300 cycles, 4 samples)

3.8 COMPOSITION

(ASTM D 276)

ESB-M3H80-B ESB-M3H80-C
Pile Yarn 100 % Nylon 100 % Nylon
Tufting Foundation * *
Backcoating Polyethylene SBR Latex

*As specified on the approved list.
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