@ Engineering Material Specification

Material Name Specification Number
POLYURETHANE FOAM, HIGH AND MEDIUM DENSITY V ESB-M4D262-C
1. SCOPE

The materials defined by this specification are high and medium density, filled or unfilled,
flexible polyether urethane foams.

2. APPLICATION
This specification was released originally for the following materials:

Type I Seat cushions: Molded and slab, high density foam normally used as the support
padding for bench and bucket seat cushion constructions and when border or support
wires are contained integrally within the foam.

Type II Seat backs, Inserts and Center arm rests: Molded and slab, medium density foam
normally used as the support padding for bench and bucket seat constructions when a
lower density, lower load bearing foam is desired and die cut parts for door panel and
vacuum shaped seat inserts.

3. REQUIREMENTS
3.1 CONDITIONING

All test specimens shall be preflexed twice to 80 - 90% of their thickness (unless
otherwise noted), conditioned (postcured) at 23 + 2°C and 50 + 5% relative humidity
for 7 days minimum prior to testing and tested under same conditions. The postcure
time shall commence from time of demolding part or from time of slab bun cure.
When test specimens (or parts from which test specimens will be obtained) are
submitted to Ford Motor Company for evaluation and have previously been postcured
for 7 days at the supplier's plant, they need only to be preflexed twice (80 - 90%);
conditioned 2 h at above listed conditions, prior to testing.

3.2 MATERIAL AND TEST SPECIMEN

The following material properties shall be determined on specimens that are free of
skin (unless otherwise noted), voids, hard spots and densification lines, and such test
specimens shall be cut from a plane whose top surface is approximately 1/4 in (8.4
mm) below the top skin surface of the sample or part.
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Backs, Inserts &
Cushions Center Arm Rests
3.2.1 Density (overall), Ib/ft> (kg/m®), min 3.0 (48) 2.5 (40)
(ASTM D 1564)
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V ESB-M4D262-C
Type I Type I
Backs, Inserts &
Cushions Center Arm Rests
3.2.2 Tensile Strength, psi (kPa), min 10 (69) 10 (69)
(ASTM D 1564, Suffix "T™)
3.2.3 Heat Aged Tensile Strength, 75 75
% of original
(ASTM D 1564, Suffix "A"™)
3.2.4 Elongation, % min 170 120
(ASTM D 1564, Suffix "T")
3.2.5 Tear Resistance, Ib/in (N/m), min 1.5 (260) 1.2 (210)
(ASTM D 1564, Suffix "G")
3.2.6 Compression Set (Normal)*, max
. Typel For parts under 2 in (50 mm) thick 30%
For parts 2 in (50 mm) thick & over 25%
. Typell For parts under 2.5 in (63 mm) thick 30%
For parts 2.5 in (63 mm) thick & over 25%
3.2.7 Compression Set (Steam Autoclave Aged)**, max
. Typel For parts under 2 in (50 mm) thick 35%
For parts 2 in (50 mm) thick & over 30%
. Typell For parts under 2.5 in (63 mm) thick 1 35%
For parts 2.5 in (63 mm) thiek & over 30%

Part thickness measurement shall be taken at center of IRGL cirele.

* Normal Test Method: ASTM D 1564, Method "B"; 75% constant deflection, shall be
computed on original deflection. All set values are obtained on specimens defined by
para. 3.1 and 3.2 and the 1 in (25 mm) dimension of the test specimen shall be
obtained perpendicular to the part surface. For parts less than 1 in (25 mm) thick,
two 1/2 in (12.7 mm) thick specimens may be plied up to 1 in (25 mm) thickness with
1/2 in (12.7 mm) dimension cut as above. Computed deflection shall be controlled to
+0.002 in (0.05 mm).

** Steam Autoclave Aged Test Method: Determine normal compression set on similar
test specimens that are steam autoclave aged %5 defined in FLTM BO 12-1) fog 3hat
2.8 + 1.5 psi (19 + 10 kPa) and/or 104 + 5°C; then dried 3 hat 70 + 1°C in a
convection oven, followed by 24 h conditioning at 23 + 2°C and 50 * S% relative
humidity. = -
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