&2 Engineering Material Specification

Material Name Specification Number
ABS, 10% GLASS FIBER REINFORCED MOLDING COMPOUND ESB-M4D297~A1
ABS, 20% GLASS FIBER REINFORCED MOLDING COMPOUND ESB-M4D297-A2
ABS, 30% GLASS FIBER REINFORCED MOLDING COMPOUND ESB-M4D297-A3
1. SCOPE

The material defined by this specification is an acrylonitrile butadiene styrene (ABS)
molding compound, reinforeced with various percentage levels of glass fibers.

2. APPLICATION

This specification was released originally for materials used for instrument panel upper
supports, or other applications which require a high strength material.

ESB-M4D297-A1 replaces and is same as ESB-M4D287-A, Type I
ESB-M4D297-A2 replaces and is same as ESB-M4D297-A, Type II
ESB-M4D297-A3 replaces and is same as ESB-M4D297-A, Type III

3. REQUIREMENTS
3.1 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared analysis of material/parts
supplied to this specification. The curves established for initial approval shall
constitute the reference standard and shall be kept on file at Central Laboratory.
All samples shall produce curves that correspond to the reference standard when
tested under the same conditions as those specified on the master curve.

3.2 MOLDED TEST SPECIMENS, Injection Molded

3.2.1 Conditioning

Test specimens shall be conditioned in the Standard Laboratory Atmo-
sphere, prior to and during testing, according to ASTM D 618.

Al A2 Al
3.2.2 Color Natural Natural Natural
3.2.3 Glass Fibe% Content, by weight $ 2.0% 10 20 30
(1 hat 649°°C)
3.2.4 Specific Gravity, min 1.08 1.18 1.24
(ASTM D 792)
3.2.5 Tensile Strength, psi (MPa), min 8000 11 500 12 000
(ASTM D 638, 0.2 in (5 mm)/min (55) (79) (83)
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3.2.6 Flexural Strength, psi (MPa), min 11 500 14 000 17 000
(ASTM D 790, 0.2 in (5 mm)/min, (79) (97) (117)
1/4x1/2x5in (6.4 x 13 x 127 mm)
specimen)

3.2.7 Flexural Modulus, psi (GPa), min 375 000 500 000 850 000
(ASTM D 790, 0.2 in (5 mm)/min, (2.6) (3.4) (5.9)
1/4x1/2x5in (6.4 x13 x 127 mm)
specimen)

3.2.8 Impact Strength, Izod, ft-1b/in (J/m), min
(ASTM D 256, 1/4 in (6.4 mm) specimen

width)

Notched 1.25 (67) 1.00 (53) 0.75 (40)

Unnotched 5.50 (294) 5.50 (294) 4.00 (214)
3.2.9 Deflection Temperature, °C min

(ASTM D 648, 1/4 in (6.4 mm)
specimen width)

At 66 psi (455 kPa) 93 96 99
At 264 psi (1820 kPa) 85 n 21

3.2.10 Hardness, Rockwell "M", min 30 45 50
(ASTM D 785)

3.3 MOLDED PART

3.3.1 Color Natural or as specified on
engineering drawing.

3.3.2 Appearance

Shall be uniform in density, texture and finish, free of visible porosity,
warpage, heat scoreh, cheeks, cracks and chipped edges. They shall also
be free of other contamination.

3.3.3 Additional Requirements

Specific requirements for physical properties of molded or extruded parts
shall be specified on the engineering drawing and/or engineering part
specification. All critical areas with respect to these properties shall be
clearly designated on the engineering drawing.

3.3.4 Flammability, max 4 in (101 mm)/min
(FLTM BN 24-2, without the lot
sampling plan)
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