@ Engineering Material Specification

Material Name

Specification Number

POLYCARBONATE - POLYBUTYLENE TEREPHTHALATE ESB-M4D442-A
MOLDING COMPOUND

1. SCOPE

The material defined by this specification is a polycarbonate - polybutylene terephthalate

molding compound formulated for impact and solvent resistance.

2.  APPLICATION

This specification was released originally for material used for painted plastic bumpers.

3. REQUIREMENTS

3.1

3.2

3.3

INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or thermal analysis of
material/parts supplied to this specification. The spectra established for initial
approval shall constitute the reference standard and shall be kept on- file at Central
Laboratory. All samples shall produce spectra that correspond to the reference
standard when tested under the same conditions as those specified on the master
spectrum,

MOLDING COMPOUND
3.2.1 Color Black

3.2.2 Flow Rate 12 - 14 g/10 min
(ASTM D 1238, Procedure A, Condition "T™,
except 5000 g Total Load)

MOLDED TEST SPECIMEN

The following requirements are intended for initial source qualification, and Initial
Sample Inspection Report. These will be rechecked at intervals specified by Quality
Assurance.

3.3.1 Conditioning & Test Condition

All test values indicated herein are based on specimens molded with 0.02%
maximum Moisture Content (as determined by ASTM D 789) and
conditioned in a controlled atmosphere of 23 + 2°C and 50 + 5% relative
humidity for 24 h prior to testing and tested under the same controlled
conditions.
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Engineering Material Specification ESB-M4D442-A
3.3.2 Specifie Gravity 1.19 - 1.21
(ASTM D 792)
3.3.3 Tensile Strength, min - 52 MPsa
(ASTM D 638, 5 mm/min)
Elongation, min 120%
3.3.4 Flexural Modulus, min 1.9 - 2.3 GPa
(ASTM D 790, 100 mm span, 2.5 mm/min)
3.3.5 Flexural Strength, min- 72 - 93 MPa
_(ASTM D 790, 100 mm span, 2.5 mm/min)
3.3.6 Impact Strength, 1zod, min
(ASTM D 256, 6.4 x 12.7 mm mandatory size,
except use solid samples for "unnotched" test)
Unnotched No break
Notched
At 23°¢ 530 J/m
At -29°C 260 J/m
3.3.7 Deflection Temperature, min 96°C
(ASTM D 648, 1.82 MPa)
3.3.8 Flammability, max 101 mm/min
(FLTM BN 24-2, without the lot sampling plan)
In addition, the test specimen shall not exhibit any flashing or sudden
flaming on either surface in excess of the above maximum value.
3.3.9 Low Temperature Impact
At -29°C 51 J
Test Method: Specimens (3.2 mm thick) shall be conditioned at -29°C for
5 h minimum and subjected to 51 J impact within 5 s after removal from
the cold chamber. A Gardner Impact Tester, equipped with a 12.7 mm
impaet head and a 51 mm diameter base, shall be used for the test. A
minimum of 3 specimens shall be impacted.
A pass shall be defined as a slight tear, less than 12.7 mm, or no tear on
the reverse side of the impact specimen. Any specimen which cracks
more than 12.7 mm shall be defined as a failure.
3.3.10 Environmental Stress Crack Resistance
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(FLTM BO 27-3)

Elongation after exposure 100%
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