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ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

ACETAL HOMOPOLYMER, MODIFIED - HIGH ESB-M4D464-A2
IMPACT GRADE - PIGMENTED

1. SCOPE

The material defined by this specification is a high impact modified homopolymer acetal
thermoplastic compound.

2. APPLICATION

This specification was released originally for material used for anti-theft door switches and seat
belt shoulder strap loops.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples
shall produce IR spectra and thermograms that correspond to the reference standard
when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.

3.4 MOLDING COMPOUND
3.4.1 Melt Flow Rate See Corporate
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3.4.2 Melting Point 170-186 °C
(ASTM D 2133)

3.5 MOLDED TEST SPECIMENS
3.5.1 Preparation of Test Specimens
All test specimens shall be injection molded in accordance with ASTM D 1897.

The values of this specification are based on injection molded specimens
unless otherwise specified.

3.5.3 Color
The color must be approved for production by the Design Center Color
Laboratory.

354 Specific Gravity 1.31-1.37

(ASTM D 792)

3.5.5 Tensile Strength at Yield, min 37 MPa
(ASTM D 638, Type | specimen,
3.2 mm thick, 5.0 mm/min test speed)

3.5.5.1 Elongation at Break, min 100%

3.5.6 Flexural Modulus, min 1.1 GPa
(ASTM D 790, Method |, Procedure A,
3.2 x12.7 x 127 mm specimen,
5 mm/min)

35.7 Impact Strength, 1zod, min 745 J/m
(ASTM D 256, 3.2 x 12.7 x 63.5 mm
specimen)

3.5.8 Heat Deflection Temperature, min
(ASTM D 648, 3.2 x 12.7 x 127 mm
specimens)

At 0.45 MPa 100 °C
At 1.82 MPa 70 °C
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