ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

POLYPROPYLENE (PP) COPOLYMER, MEDIUM IMPACT, ESB-M4DS00-A
COLOR PIGMENTED, LOW GLOSS, INTERIOR

1. SCOPE

The material defined by this specification is a molded-in-color low

gloss, medium impact polypropylene copolymer that has been UV stabilized
for unpainted interior applications.

2. APPLICATION

This specification was released originally for material used to mold

unpainted interior trim parts that are capable of meeting low gloss
styling requirements.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality Systenm
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

Date Release No. Release/Revision ~ ;z ! W77
1993 08 02 INBOOE10043064111 | Revised & Updated £ 1.4 Granan
1991 04 10 |NBOOE10043064042| Inactivated Delta ESB-M4D500-B L.A. Graham
1985 11 11 |CAP1-DR526135 Released E.P. Francis Jr
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ENGINEERING MATERIAL SPECIFICATION

ESB-M4D500-4A

3.4 MOLDING COMPOUND

3

3.

L4l

4.2

Melt Flow Rate See Approved Source listing
(ASTM D 1238, 230 C,

2.16 kg)

Melting Point, min 155 C

(FLTM BO 21-2)

3.5 MOLDED TEST SPECIMEN

3

WPH;§3%8-b
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5.1

Preparation of Test Specimens

All test specimens shall be injection molded in accordance
with ASTM D 1897. The wvalues of this specification are

based on pigmented injection molded specimens unless
otherwise specified.

Specific Gravity 0.88 - 0.95
(ASTM D 792)

Tensile Strength at Yield, min 20 MPa
(ASTM D 638, Type I specimen, 3.2 mm
thickness, 50 mm/minute)

3.5.3.1 Elongation at Yield, min 6 %

Flexural Modulus, min 950 MPa
(ASTM D 790, Method I, Procedure A,

3.2 x 12.7 x 127 mm specimen,

5 mm/minute test speed)

Impact Strength, Izod, min 105 J/m
(ASTM D 256, 3.2 x 12.7 x 63.5 mm
specimen, minimum of 10 specimens)

Heat Deflection Temperature, min
(ASTM D 648, 3.2 x 12.7 x 127 mm

specimens)
3.5.6.1 At 1.80 MPa 45 C
3.5.6.2 At 0.45 MPa 80 C

Heat Aging Performance

(ASTM D 3045, 1000 h at 120 +/- 2 C.
Unaged property values shall be
determined at the time of the aged
properties determination)

3.5.7.1 Tensile Strength, Yield +/- 25 %
Change
(Test Method per para 3.5.3)
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