@2 Engineering Material Specification

Material Name Specification Number

SEALER, HOT MELT - PREFORMED - PRESSURE SENSITIVE- ESB-M4G256-B
PAINTABLE
L SCOPE

The material defined by this specification is an extruded pressure sensitive
ethylene vinyl acetate base hot melt sealer.

This material is suitable for use on interior and exterior Class No. 2 surfaces, and
will present an acceptable appearance for such areas when painted.

2. APPLICATION

This specification was released originally for material used to seal horizontal and
vertical weld joints, such as the upper back panel to quarter panel in the deck lid
trough. The material must be applied over electrocoat or spray primer.

Compliance with the performance requirements of this specification does not
guarantee the hot melt sealers will funetion for all similar functions on a vehicle.
The specific design condition should be evaluated by a plant trial or laboratory
simulation prior to release of the material.

3. REQUIREMENTS

3.1 QUALITY CONTROL

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101, with control charts and process data analyzed according
to Ford Continuing Process Control and Process Capability Improvement
Manual. Additionally, a Control Plan is required for material source
approvals.

3.2 CONDITIONING

All test values indicated herein are based on material conditioned in a
controlled atmosphere of 23 + 2°C and 50 * 5% relative humidity for 24 h
prior to testing and tested under the same controlled conditions.
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3.3 INFRARED SPECTROPHOTOMETR Y
Ford Motor Company, at its option, may conduct infrared analysis of
material/parts supplied to this specification. The spectra established for
initial approval shall constitute the reference standard and shall be kept
on file at Ford. All samples shall produce spectrographs that correspond
to the referenced standard when tested under the same conditions as those
specified on the master spectra.

3.4 DIMENSIONS As specified on the engineering
drawing and/or trim and sealer
manual

3.5 CONSISTENCY, mm

(ASTM D 1321, 100 g Total Load)
3.5.1 As received 0.5-2.5
3..2 Aged, 72 h at 49°C 0.5 - 2.5
3.6 ASH, %, max 60
(Based on Solids Weight)
Test Method: Place the crucible containing the solids rssidue in a eool
muffle furnace. Slowly heat to and maintain at 760 + 30°C for 1 h, eool
in desiceator, and weigh.
3.7 SPECIFIC GRAVITY 1.0-1.2
3.8 SOLIDS, %, min 98
(ASTM D 2834, except heat at
102 + 3°C for 3 h in a mechanical
convection oven)
3.9 MANDREL BEND TEST No cracking or adhesion failure
(FLTM BN 22-1, material bake
schedule per para 6.3, heat age test
specimen 14 days at 70 ¢ 1°C
before test)
3.9.1  Test at 23 ¢ 2°C
3.9.2  Test at -29 * 1°C
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3.10 ~ FLOW CHARACTERISTICS, mm
3.10.1 Minimum Bake Exposure 1.0-3.0
3.10.2 Maximum Bake Exposure | 1.0-3.0
Test Method:

. Two 0.8 x 100 x 150 mm eletrocoated panels are to be
used for determining flow properties. Panels coated with

electrocoat paint deseribed per para 6.2 may be used for
testing.

. Apply a 1.5 x 25 x 125 mm ribbon of material on two
electrocoated panels. See sketch below. To assure
uniform material contact, roll the material ribbon with a
2.0 kg roller (ASTM D 1000) using one forward and
backward stroke. '

. Seribe each panel to mark the original material location.
Position test panels at 53 + 2° attitude and condition 1 h
at 23 + 2°C. See sketch.

It is recommended that a metal panel rack,

manufactured by Atlas Electric Devices Corp. - Chieago,

Ill., Model No. 19-1323-00, or equiva]cgnt, be used to
2

maintain the test panels at the 53 + attitude during
flow evaluation tests.

. Maintain the test panels at a 53 + 2° angle and cure one
panel at the minimum bake schedule per para 6.3.
Subject the remaining test panel to the maximum bake
schedule per para 6.3.

A&low panels to cool at a 53 + 2° attitude for1 hat 23+
2°C.

Determine flow by measuring the distance the material
has moved below the seribe marks. After flow test, the

material shall appear as a continuous uninterrupted film,
any sealer separation will constitute a failure.
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FLOW TEST

1
!

53 ¢ 2°

PANEL RACK Z MATERIAL RIBBON

1.5x25x 125 mm

3.11  ADHESION

Shall not be removable in a continuous coherent film when subjected to
the following environments:

3.11.1 Normal, 24 h at 23 + 2°C

3.11.2  Salt Spray, 500 h
(ASTM B 117)

3.11.3 Thermal Cycle (5 Times)

4hat 83 ¢ 2°C

. 4hat38 ¢ 1°q,and 95-100% R.H.
16hat-29 +1°C
4hat 38 + 1°C and 95-100% R.H.

) 4hat83 2 2°¢
. 4hat-29 +1°C
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