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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
BARRIER, ACOUSTICAL ESB-M5G52-A
1. SCOPE

This classification system is used to identify the performance levels required from sound barrier
materials used in automotive applications.

2. APPLICATION

This specification was released ariginally for materials used as sound transmission barriers.
3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.

3.4 FLAMMABILITY
(ISO 3795/SAE J369)

Burn Rate, max 100 mm/minute
Date Action Revisions
2001 07 02 Revised Updated A. Cockman
1991 08 26 NBOOE10043064051 | Rev. para 3.7.2,3.7.3 JAO BCF LWM
1989 09 05 NB00I35627000 Released JAO BCF LWM
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ENGINEERING MATERIAL SPECIFICATION

ESB-M5G52-A

3.5 SOUND TRANSMISSION LOSS
(SAE J1400, or as specified on initial
engineering drawing)

Required for
approval only

Unless otherwise specified on the engineering drawing, the sound transmission loss shall
meet or exceed the calculated "mass law" Sound Transmission Loss (STL) values from 125
or 4000 Hz for every one-third octave within the precision described in ASTM E 90.

Mass Law: STL (dB) = 20 log (weight) + 20 log (frequency) -47.2 dB

Weight in kg/m?
Frequency in Hz

3.6  ODOR
(SAE J1351)

Not objectionable

Test Method: Samples heated in a closed container for a minimum of 2 h at 100 +/-2 °C

3.7 ADDITIONAL LINE CALLOUT REQUIREMENTS

Shall be specified

on engineering
drawing and approved
source list

Create a seven character line callout for the material using the classification system below.

3.71 First Character Material Type
Material Type

not specified
polyvinyl chloride
ethylene vinyl acetate
urethane
plastisol
reclaimed PVC/fabric
special requirement

3.7.2 Second Digit Mass
Mass, tolerance +/- 10 %
(ASTM D 461) 0.49 kg/m” =
1.46 kg/m® =
2.44 kg/m® =
3.66 kg/m® =
4.88 kg/m? =

special requirement =
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