@ Engineering Material Specification

Materiai Name Specification Number
LAMINATE, NYLON FABRIC/NONWOVEN BACKING - VESBAM5H11-A
CHALET PATTERN
1. SCOPE

The material defined by this specification is a napped nylon knitted fabric adhesively
laminated to a needled non-woven polyester and modaerylic fiber blend.

2. APPLICATION
This specificaiton was released originally for material used as a cover material for sunvisors on
1983-1/2 Tempo/Topaz models.
3. REQUIREMENTS

3.1 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
Ford Motor Company, at its option, may conduect infrared and/or thermal analysis of
material/parts supplied to this specification. The spectra established for initial
approval shall constitute the reference standard and shall be kept on file at Ford Motor
Company. All samples shall produce spectra that correspond to the reference standard
when tested under the same conditions as those specified on the master spectrum.

3.2 CONDITIONING
All test values indicaoted herein are based on material conditioned in a controlled
atmosphere of 23 + 2°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.

3.3 APPEARANCE
(FLTM BI 9-1)
The color, pattern, and finish shall match the approved Design Center master sample,
or shall be as specified on the engineering drawing.

3.4 DIMENSIONS
Shall be as specified on the engineering or pattern drawings.

3.5 ROLL GOODS REQUIREMENT
The laminate shall be uniformly bonded, and the face fabrie shall not delaminate from
the non-woven backing fabrie during shipment, handling, or in-plant process.
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3.6 COMPOSITION

(ASTM D 629)

Face Fabric 100% Nylon

Adhesive ' High Density Polypropylene
Web, Heat Activated

Backing Fabrie 50 + 3.5% Polyester

50 * 3.5% Modaerylic
3.7 FACE FABRIC REQUIREMENTS
The following shall apply or be conducted on unbonded fabric:

3.7.1 Yarn construction and description
(ASTM D 1244)

Face 4.4 tex 28 (Nylon, dull)

Back 4.4 tex f12 (Nylon, dull)
3.7.2 Yarn Count, Range 15~ 18 Wales/em

(ASTM D 231) 15 - 18 Courses/ecm
3.7.3  Weight, min 76 g/ m?

(FLTM BN6-1)
3.7.4 Knitting Machine Gauge 32 gauge
3.7¢% Method of Dyeing Piece Dyed
3.7.6 Surface Finish Napped
3.8 BACKING FABRIC REQUIREMENTS
The following shall apply or be conducted on unbonded fabrie:

3.8.1  Weight, min 91 g/m?
(FLTM BN 6-1)

3.8.2 Thickness, tolerance 2.032 £ 0.254 mm
(ASTM D 1777)

3.9 FABRIC TO FABRIC LAMINATE REQUIREMENTS

3.9.1  Weight, min 193 g/m2
(FLTM BN 6-1)

3.9.2 Resistance to Abrasion, min 150 eycles*
(ASTM D 1175 rotary platform,
500g load, CS10 abrasive
wheels)

*No evidence of excessive abrasion or surface breaking, and shall exhibit
no evidence of backing fabrie show through. '
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