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ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

PAINT, WATER REDUCIBLE, LOW GLOSS BLACK ESB-M62J18-C
CHASSIS AND BLACKOUT ENAMEL, LOW VOC

1. SCOPE
The material defined by this specification is a low gloss black, air dry or force dry water reducible

paint, similar to ESB-M62J18-B with lower VOC requirements and higher corrosion resistance
requirements.

2. APPLICATION

This specification was released originally for paint used on truck chassis components and as a
blackout paint on the radiator support at Louisville Truck Plant.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled

atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION ESB-M62J18-C

34 COMPOSITION
341 Volatile, max 60 %
Shall be composed of 80 % water and 20 % suitable solvents and additives.

34.2 Non-Volatile Solids, by weight, min 50 %
(FLTM BI 102-01)

34.3 Emissions

3.4.31 Volatile Organic Content (VOC), max 0.20 kg/L
(ASTM D 2369) (minus water)

3.5 PHYSICAL PROPERTIES

3.5.1 Viscosity, range 40 - 60 seconds
(FLTM BI 111-01, #4 Ford Cup)

3.5.2 Stability

Shall not jell or liver upon standing and must be free from settling which is not
dispersed by normal agitation, after 30 days storage.

353 Hiding Powder 10
(FLTM BI 101-1, Wet Cryptometer Reading)

Test conditions
e Viscosity 40 - 60 seconds, #4 Ford Cup
s Wedge Constant, 0.05 mm

354 Weight Per Volume, range 1.14 - 1.32 kg/L
(ASTM D 1475)

3.6 APPEARANCE
3.6.1 Color Black

362 Gloss, range 20 +/- 10
(FLTM BI 110-01, 60 deg Glossmeter)
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