&Z2D Engireering Material Specification

Material Name ' Specification Number
PRIMER, FLASH - FOR POLYOLEFIN SUBSTRATES - EXTERIOR ESB-M6J142-A
1. SCOPE

The material defined by this specification is a primer with good adhesion to polyolefin
surfaces. The primer may be either clear or pigmented.

2. APPLICATION

This specification was released originally for primers used as thin flash coats on exterior
polyolefin copolymer parts, followed by a color coat.

3. REQUIREMENTS
3.1 COMPOSITION

The non-volatile portion shall be composed of resins with good adhesion to polyolefin
copolymer and may be pigmented as a guide to visual coverage if desirable. The
volatile portion shall be balanced to provide good application properties and
complete surface wetting. The material shall be compatible as a flash primer with
enamels or primer surfacers normally used in production.

The material shall not cause skin rash or irritation (dermatitis) to exposed handlers
in normal production operations. :

3.2 PHYSICAL PROPERTIES

3.2.1 Non-Volatile Solids
(FLTM BI 2-1)

Shall be established by the vendor on the initial approved production
batch. Tolerance shall be £2.0%.

3.2.2 Viscosity
(FLTM BI 11-2)

Shall be established by the vendor on the initial approved production
bateh. Tolerance shall be %5 s.

3.2.3 Stability

The material shall not liver or jell and shall retain its norlgal application
and working properties after 30 days shelf storage at 23 £ 27C,
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3.3 PREPARATION OF TEST PANELS

3.3.1 Substrate (see para 5.3)
Conduct test on exterior grade low density polyolefin copolymer plaques
or parts.

3.3.2 Surface Preparation
Wipe plastic with M14J242 Toluene.

3.3.3 Primer
Spray as received, without reduction, 1-2 passes completely wetting the
panel (film thickness 0.1 mil (2.5 pm) max).

3.3.4 Color Coat (see para 5.3)
Apply 1.0 mil (26 ym) min.

3.3.5 Aging
Aftéar application of the color coat, all panels shall be aged 72 h min at 23
+ 2°C before testing.
3.4 APPEARANCE

When properly applied per para 3.3, the system shall dry to a presentable,
serviceable film showing no ecraters, pinholes, seediness or abnormal roughness.
There shall be no evidence of dulling or enamel strike-in to the primer.

3.5 FILM PROPERTIES (All test specimens shall be prepared as described in para 3.3)

3.5.1 Adhesion No chipping or flaking
(FLTM BI 6-1)

3.5.2  Flexibility
No cracking when bent over a 1 in (25 mm) mandrel at 23 + 2°C.

3.6 RESISTANCE PROPERTIES
(All test specimens shall be prepared as described in para 3.3)

3.6.1 Water Resistance, min 240 h

Test Method: Immerse the panels in distilled or deionized water
maintained at 32 + 1°C per FLTM BI 4-1. Remove from water and
immediately seribe an "X" through the material to the substrate. Dry the
sceribed area with a paper towel, cloth or air pressure f.nd immediately
apply, with firm thumb pressure, a min of 2 sq in (lg em”) of ESF-M3G48
tape. Remove the tape by pulling one end at a 90" angle at a moderate
speed. The following conditions shall be basis for rejection:

. Removal of paint beyond 1/16 in (1.6 mm) from any scribe line.
. Any evidence of blistering after tape removal.

1981 Oh. 10 (‘/ Page i of i
e 33 59428-)!-/

B 90091L0 0013717 0T, A
__ _Documents

Copyright by the Ford Motor Company

Wed Aug 31 00:22:26 2016
Full document details: FORD ESB-M6J142-A 1981


http://www.avadocuments.com/doc/ford-esb-m6j142-a-1981
http://www.avadocuments.com/doc/ford-esb-m6j142-a-1981

