@ Engineering Material Specification

Msaterial Name Specification Number
RUST PREVENTIVE COMPOUND - SPRAY OR BRUSH TYPE ESB-M7C68-A
1, SCOPE

The material defined by this specification is an air dry, wax-based rust preventive
compound with excellent resistance to corrosion by road contaminants such as salt
treated snow and ice, dirt, mud and grit.

2. APPLICATION

This specification was released originally to afford corrosion protection to the inside
surfaces of bumpers made of chrome plated steel or bare, chrome plated and anodized
aluminum materials.

3. REQUIREMENTS

3.1 COMPOSITION

(FLTM BI 2-1)
3.1.1 Non-volatile, min 39%
3.1.2 Exempt Solvent

The volatile portion shall not be photochemically reactive as defined
below:

A photochemically reactive solvent is any solvent with an aggregate of
more than 20% of its total volume composed of the chemical eompounds
classified below or which exceeds any of the following individual
percentage composition limitations, referred to the total volume of
solvent:

. A combination of hydrocarbons, alcohols, aldehydes, esters or
keytones having an olefinic or cycloolefinic type of unsaturation -
5%.

. A combination of aromatic compounds with eight or more carbon atoms
to the molecule except ethylbenzene - 8%.

. A combination of ethylbenzene, ketones having branched hydroearbon
structures, trichloroethylene or toluene - 20%.
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3.13

Specific Composition
3.1.3.1 Volatile Portion
Suppliers shall furnish certification of conformance to para 3.1.2 of

this specification to Ford Motor Company Purchasing and/or Quality
Control.

3.2 PHYSICAL PROPERTIES:

3.2.1

3.2.2

3.2.3

Weight per Volume, min 0.766
Flash Point, min 11°C
(ASTM D 93)

Viscosity, s 25 £ 5

(FLTM BI 11-1)

3.3 FILM PROPERTIES

3.3 .1

3.3.2

3.3.3

3.3.4

3.3.5

3.3.6

198k 11 29

Suna 77 3948
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Color

Sufficient color contrast shall exit between the coated and uncoated
substrate to insure complete coverage of the surface.

Adhesion

The material shall not loosen, sag or otherwise lose its protection
value when tested in accordance with this specification.

Application Characteristics

The material shall be capable of being applied with either "air" or
"airless" spray equipment and by brushing.

Consistency

The material shall be capable of being applied in one coat, by airless
spray, to cover 9.30 to 11.60 sq. metres per 3.79 litres at a minimum
film thickness of 203 um wet and 77 um dry with good leveling
properties (no sags, runs, etc.). The material shall also be brushable
on flat and irregular surfaces to the specified film thickness.

Film Thickness, min 203 pum wet
(ASTM D 1212 & ASTM D 1005) 77 um dry
Drying Time

The material shall be sufficiently dry to permit handling and assembly
operations thhm 30 min after application. A low temperature beke no
exceeding 70°C for 25 min will be necessary to reach the require
material set in the specified time,
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