&P Engineering Material Specification

Materiai Name . Specification Number
CARPET | ESB-M8P2-2
1. SCOPE

This specification defines the standardized characteristies d od quality automotive

carpet.
2. APPLICATION
This specification was released originally for luggage
- compartment mats, accessory mats, load floor co hion rear toe
kiek trim.
3. REQUIREMENTS
3.1 CONDITIONING
All test values mdxcaoted herg ‘Teonditioned in a controlled
atmosphere of 23 * 2°C and r 24 h prior to testing and
tested under the same con
3.2  ADDITIONAL REQUIREX
In addition to the require mer{s
requirements of t
adhesive.
e engineering drawing and the individual paddmg
‘a7id the padding shall be properly bonded together
t all areas of the padding are cemented to the carpet.
1%
shall exhibit no migration of adhesive, or any other foreign matter,
the carpet. In addition, there shall be no evidence of staining,
if enmg of the carpet after the assembly has thoroughly dried.
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3.5 DIMENSIONAL STABILITY, max
(FLTM BN 5-3, 7 days)
Expansion Contraction
MD & AMD 1% 1%
3.6 TENSILE STRENGTH, min
(ASTM D 1682, Grab Method)
MD & AMD 90 1b (400 N)
3.7  RESISTANCE TO ABRASION, min
(ASTM D 1175, Rotary Platform,
Double-head)
3.7.1 CRITICAL WEAR APPLICATIONS 2000 cycles (H-18 wheels,
(Floor covering) 1000 g load)
3.7.2 LESS CRITICAL WEAR APPLICATIONS 1200 cycles (H-10 wheels,
(Door and quarter panels, load floors, 500 g load)
seat shields, ete.)
No severe wear of the pile fibers and the backing fabric shall not show through. Also,
the carpet shall not show evidence of pilling or pulling of individual yarns during or
after the test.
3.8 RESISTANCE TO FADE
(FLTM BN 1-1 & AATCC Evaluation Procedure 1)
The carpet shall be rated after exposure using the AATCC Gray Scale for Evaluatil
Change In Color (10 step). All program colors from all suppliers must be evaluated ana
approved for lightfastness qualities regardless of fiber composition or weight, prior to
release. Production materials shall exhibit fade resistance qualities equal to or better
than the master sample approved for produetion by the Textile & Acoustic
Engineering Section, BEPE Materials & Corrosion Protection Engineering Department.
In-Car Sunlight 60 SFH 80 SFH 160 SFH
Exposure Level Application Dry Dry Wet Wet
Light Deck lid, luggage 4 - - -
- compartment liner
Moderate Floor covering, toe - 5 3.5 -
kiek, door trim,
floor mat inserts
Heavy Load floor, package - - 5 4
tray cover
3.9 RESISTANCE TO BLEEDING, min 5 Rating
(FLTM AN 1-1 & AATCC Evaluation '
Procedure 3)
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