Engineering Material Specification

Materiai Name Specification Number
INK, VINYL MARKING ESB-M99J215-A
1. SCOPE

The material defined by this specification is an ink for marking vinyl materials.

2.  APPLICATION

This specification was released originally for ink used to mark white ESB-M3G37-A, vinyl
tape, as an identification on main wiring harnesses for light and medium trucks.

3. REQUIREMENTS
3.1 COMPOSITION
Infra red analysis indicates this material consists essentially of an aleoholic

phosphate ester, such as, tri-hexyl-phosphate as the carrier for the non-volatile
constituents, comprised of approximately 50 - 50 resin and black pigment.

3.2 VOLATILES, max 60%
3.3 NON-VOLATILES, min 40%
’ (Evaporate to constant weight at 70 + 1°c)
3.3.1 Resin 50% of non-volatiles min
3.3.2 Carbon Black and Graphite 50 + 2% of non-volatiles
3.4 CHLORINE CONTENT 9-11%
(ASTM D 1156)
) 3.5 PHOSPHORUS PENTOXIDE 10 -12%
3.6 COLOR Black
3.7 ODOR Neutral
3.8 CONSISTENCY Thiek paste

3.9 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.
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4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

5. GENERAL INFORMATION
This information is for direction of the user and is not a requirement for the supplier.

5.1 TOXICITY

Under certain conditions of use, this material could be considered toxie. The
Manufacturing Engineering Department shall notify both the Plant Security and the
Safety Units of its presence in the Plant. Company activities shall use this material
only as recommended by the Security and Safety Units, and using activities shall
insure that protective devices are available and used.
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