ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

CATALYST, ACID-ACRYLIC REPAIR ENAMELS (50/50 BLEND- ESB-M99J228~-C
MONOBUTYL MALEATE/MONOBUTYL PHOSPHATE)

1. SCOPE
The material defined by this specification is an acid catalyst solution.
2. APPLICATION
This specification was released originally for material used to convert
standard high bake acrylic solution and non-aqueous dispersion (NAD)
enamels to low bake enamels for repairing passenger and commercial

vehicles.

3. REQUIREMENTS

3.1 SPECIFIC GRAVITY, 15.6/15.6 C 0.885 - 0.955
(ASTM D 891)
3.2 ACID NUMBER 155 - 240

(ASTM D 1467)

3.3 FLASH POINT, C, min 21
(ASTM D 56)

3.4 COMPOSITION {(Percent by Weight)

Normal butyl alcohol 53
Xylol S
Monobutyl maleate 27
Monobutyl phosphate 11

3.5 QUANTITY REQUIRED
FOR CONVERSION 3
(% By Volume)

Date Action Changes

1995 03 01 |[Revised Inactivated ESB-M99J228-A & ESB-M99J228-B

1978 11 17 |[CAH1-RD572066-17 Metricated & Retyped

1563 11 05 |AS1-1142 Released
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ENGINEERING MATERIAL SPECIFICATION
ESB-M99J228-C

PERFORMANCE

Appearance, gloss, hardness and intercoat adhesion of a catalyzed
enamel applied over a high bake uncatalyzed enamel shall be
satisfactory.

Test Method:

Determine performance of catalyst in ESB-M32J100 Acrylic Enamel,
ESB-M50J100 NAD Enamel or both as applicable. Prepare 2 panels of
uncatalyzed enamel (ZWFAXXA White, preferred) per FLTM BI 103-02,
Method C. Scuff sand one-half of each panel, lengthwise. Two
samples of the unreduced enamel are catalyzed per para 3.5, one with
the catalyst under test and one with a previously approved batch of
catalyst for control.

Reduce each sample to spraying viscosity and apply 31 - 38
micrometers over one-half of a panel, crosswise, so that the
catalyzed enamel is applied over the scuffed and unscuffed portions
of the high bake enamel (bake 20 minutes at 83 C). Test for
appearance and gloss versus the uncatalyzed portion of the panel,
hardness (approximately 20 Sward) and intercoat adhesion. The
catalyst under test shall be equal to the control in all cases.

ADDITIONAL REQUIREMENTS

Specific requirements for material and/or manufactured parts shall be
specified on the Engineering drawing, Engineering parts specification
and/or performance specification. All critical areas with respect to
these properties shall be clearly designated on the engineering
drawing.

STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.
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