@ Engineering Material Specification

Material Name Specification Number

LAMINATE-VINYL, PRESSURE SENSITIVE, DECORATIVE, ESB-M99J254-B
REFLECTIVE & NON-REFLECTIVE - EXTERIOR

1. SCOPE

The material defined by this specification is & back printed laminated vinyl non-reflective or
reflective film, pressure sensitive adhesive backed, suitable for exterior or interior usage.

2.  APPLICATION

This specification was released originally for material used for emblems, appliques exterior
moldings, station wagon side panels and tailgates, or other decorative exterior or interior
parts. Wood grain, solid eolors or special patterns in smooth or embossed texture may be
specified. The material is available in two types. Unless otherwise specified on engineering
drawing, Type I is understood.

Type I Non-reflective Type I: Reflective
3. REQUIREMENTS
3.1 CONDITIONING

All test values indicag:ed herein are based on material conditioned in a controlled
atmosphere of 23 + 2°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.

3.2 MECHANICAL PROPERTIES

3.2.1 Tensile Strength, psi (MPa), min Type I Type I
(ASTM D 882, Method "A", 2,000 1,500
1x6 in (25 x 250 mm) sample (13.8) (10.3)

2 in (50 mm) distance bench marks,
jaw spaced at start 4 in (100 mm)
pulling speed 2 in (50 mm)/min.
Test both machine & cross-machine

directions.)
3.2.1.1 Elongation, % min 120 120
3.2.2 Tear Strength, 1b/in (N/mm) 30 (5.3) 30 (5.3)

Thickness, min
(ASTM D 1938)

Test both machine and cross-machine directions.

3.2.3 Adhesion, 0z/in (N/m) width, min
(ASTM D 1000, except determine
adhesion to anodized aluminum,
stainless steel, chromium plating,
and ESB-M50J100 quality enameled

steel.)
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el Type II
(180 Pull) (80~ Pull)

3.2.3.1 As Received 50 (547) 30 (328)
3.2.3.2 Aged 80 (876) 56 (613)
3.2.3.2.1 For 30 (328) 30 (328)

Stainless Steel
Type 1I, use fixture deseribed in FLTM BU 12-1.
Test Method: Expose duplicate samples to each of the following condi-
tions:
. 72hat 70 +1°C
. 400 h weatherometer, per FLTM BO 1-1.
. 168 hat 38 + 1°C and 95-100% relative humidity.
. 240 h water immersion per FLTM BI 4-1.

. 10 eycles consisting of 4 h at 70 + 1°C, 4 h at 38 + 1°C and 95-100%
relative humidity, and 16 h at -29"C.

Samples shall be conditioned for 48 h at 23 + 2°c prior to exposure. Tests
shall be eompleted within 4 h (Type I) and 48 h (Type II) after removal
from the conditioning environment.

3.3 FILM PROPERTIES

3.3.1 Appearance
Shall match the approved Ford Motor Company Styling master.
3.3.2 Thickness :
(ASTM D 1000)

3.3.2.1 Total Film-Adhesive Thickness: Type I: 0.004-0.006 in
(0.10-0.15 mm)

Type 0: 0.006-0.008 in
(0.15-0.20 mm)

3.3.2.2 Film Thickness: Type I: 0.003-0.005 in
(0.08-0.13 mm)

Type 1I: 0.005-0.007 in
(0.13-0.18 mm)
3.4 RESISTANCE PROPERTIES
3.4.1 Sample Preparation

Except where otherwise noted, tests shall be conducted using appropriate
sized steel panels (3 x 6 in (75 x 150 mm)/min) painted with ESB-M50J100
quality enamel. The film shall be applied using assembly plant techniques
and shall fully cover the face of the panel allowing a 1/8 - 1/4 in (3.2 - 6.4

mm) border around the periphery of the panel. Samples shall be
conditioned for 48 h at 23 + 2°c prior to starting the tests.
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