@ Engineering Materia! Specification

Materiai Name Specification Number

MOLDED COATING FOR COMPRESSION MOLDED FRP ESB-M99J309-A
~-RESIN PORTION

MOLDED COATING FOR COMPRESSION MOLDED FRP ESB-M99J310-A
-HARDENER PORTION

1. SCOPE

The materials defined by these specifications are components of a thermosetting urethane-
polyester compound applied to compression molded fiberglass reinforced polyester (FRP)
parts during the molding operation. These materials are designed as components of a system
to fill porosity, voids, and provide good adhesion and enamel holdout properties when applied
to FRP.

2. APPLICATION
These specifications were released originally for materials used in combination as a molded-
in primer surfacer on high visibility exterior FRP parts such as hoods, grille opening panels
and other body panels.

3. REQUIREMENTS

Combination
3.1 PHYSICAL PROPERTIES ESB-M99J309-A ESB-M99J310-A (3.5/1 Resin/Hardener
by Volume)
3.1.1 Solids, min 85% 90%
(FLTM BI 2-1)
3.1.2 Weight per Volume 11.8+.21b/gal  10.1 +.21b/gal 11.4 +.2 1b/gal
(FLTM BI 2-2) (1.4 +.02kg/L) (1.21 +.02kg/L) (1.37 +.02 kg/L)
3.1.3 Viseosity 6000 - 17 000 8000 - 21 000
(ASTM D 1824, centipoises centipoises
#7 Spingle at 100
RPM and 30°C)
3.1.4 Gel Time Urethane 4-10 min
(TBD) Polyester 10-27 min

3.2 -PREPARATION OF TEST SPECIMENS

3.2.1 Substrate

Compression molded FRP, ESB-M3D105-B, Type II. Each FRP formulation
must be approved separately for use with these materials.
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3.2.2 Mold

Shall be representative of production tooling. Testing of samples from
production level tooling is required before final approval to these speci-
fications.

3.2.3 Molded Coating

Components ESB-M99J309-A and ESB-M99J310-A are to be applied in the
ratio recommended by the manufacturer to the test specimen by means of
an automatic injection system or hand pour (laboratory test panels only).
Minimum dry film thickness per FLTM BI 17-1, using the Mark II, Tooke
Gage shall be 0.5 mil (13 pm). Each fabricator must be approved
separately to use these materials.

3.2.4 Electrocoat

Test specimens shall be prepared both with ang without an exposure to a
simulated electrocoat bake of 30 min at 205 C ambient on the molded
coating,

3.2.5 Primer(s)

Apply the current approved production primer(s) at 0.5 mil (13 pm)
minimum dry film thickness in accordance with the pertinent engineering
material specification at both the minimum and the maximum bakes (see
para 5).

3.2.6 Topcoat

Apply the current approved body production exterior enamel used in the
assembly plants in accordance with the pertinent engineering material
specification (see para 5).

Use white enamel for the following:

. Adhesion (para 3.4.1).

. Chip Resistance (para 3.5.1).

Use black enamel for all other tests requiring topcoated samples.

3.3 APPEARANCE

3.3.1 Ceolor ESB-M99J309-A Grey
ESB-M99J310-A Transparent Amber
As applied per para 3.2.3 Grey
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