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ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

GLAZING PASTE, GRAY VINYL ESB-M99J55-A

1. SCOPE

The material defined by this specification is an air drying vinyl type glazing paste.

2. APPLICATION

This specification was released originally for material used for knife glazing metal defects on
automotive bodies and sheet metal parts after priming.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 COMPOSITION
3.2.1  Non-Volatile, min 67%
(FLTM BI 2-1)
3.2.1.1 Pigment 84 - 88% of non-volatile
3.2.1.2 Vehicle Primarily vinyl resin
3.3 PHYSICAL PROPERTIES
3.3.1  Color Gray
3.3.2 Consistency Soft putty
3.3.3 Weight Per Yolume, min 12.5 Ib/gal (1.5 kg/l)
3.3.4 Reduction
The glaze shall be capable of being reduced to knifing consistency with M-1071,
Butyl Alcohol, or M-97B10, Butyl Cellosolve.
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3.4 PANEL PREPARATION
(FLTM BI 3-2, Method "C")

Apply subject test material after primer surfacer and before enamel. Sand subject
material before spraying enamel.

3.4.1 Drying
The glazed surfaces shall air dry satisfactorily for sanding in 5 min.
3.5 ADHESION

The material shall adhere firmly to the primer surfacer, and after drying and sanding shall
be suitable for receiving and holding enamel color coats.

3.6  WATER IMMERSION, min 240 h
(FLTM BI 4-1)

The test panel shall not blister, peel, or badly roughen in the glazed area.
3.7 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in all characteristics to the
material upon which approval was originally granted.

Prior to making any changes to the material originally approved under this specification,
whether or not such changes affect the material's ability to meet the specification
requirements, the Supplier shall notify the affected Purchasing, and Materials Engineering
activities (with reasons) of the proposed changes. Upon notification of the Company,
further instructions will be provided.

Note: Suppliers should be prepared to provide test data and samples demonstrating
compliance to this specification, if requested.

Substance restrictions imposed by regulations or Company direction applies to the
materials addressed by this document. The restrictions are identified in Restricted
Substance Management Standard WSS-M99P9999-A1.

4, APPROVAL OF MATERIALS

Materials defined by this specification for direct supply to the Company must have prior approval.
Certain materials subcontracted by part suppliers may also require prior approval. These include
materials critical to the Company's business for regulatory, safety, environmental or compatibility
requirements or contractual agreements. Suppliers desiring approval of their materials shall first
obtain an expression of interest from Purchasing, Design or Materials Engineering activity. Upon
request, the Supplier shall submit a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility, demonstrating full compliance with all
the requirements of this specification.

Page 2 of 2

Copyright © 2000, Ford Global Technologies, Inc.

Documents
Copyright by the Ford Motor Company Document Sharing Hub

Fri Aug 26 15:34:26 2016
Full document details: FORD ESB-M99J55-A 2000


http://www.avadocuments.com/doc/ford-esb-m99j55-a-2000
http://www.avadocuments.com/doc/ford-esb-m99j55-a-2000

