@Z2D Engineering Material Specification

Material Name

WAX, LUBRICANT - STICK

1. SCOPE

- Specification Number
ESB-M9G12-A

The material defined by this specification is a solid lubricant, molded in stick form,
consisting of a blend of petroleum type waxes and either natural waxes or fatty esters.

2.  APPLICATION

This specification was released ori

lubricating door loek striker plates.

3. REQUIREMENTS

ginally for material used for service applications, such as

3.1 CONDITIONING
All test values indicated herein are based on materials conditioned in a controlled
atmosphere of 23 + 2°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.

3.2 COLOR Opaque, creamy yellow to

amber

3.3 DROPPING POINT, min 66°C
(ASTM D 566)

3.4 MINERAL OIL CONTENT, max 35%
(ASTM D 128)

3.5 PENETRATION, Needle, max 200
(ASTM D 1321, 100 g total load)

3.6 ODOR Nil

3.7 TEXTURE Buttery

3.8 MOISTURE CONTENT None
(ASTM D 128)

3.9 FILLER CONTENT, max 2% as mica
(ASTM D 128)

3.10 RECOVERED SAPONIFIABLE MATTER, max 6.0%
(ASTM D 128)

3.11 RECOVERED UNSAPONIFIABLE MATTER, max 98%
(ASTM D 128)
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3.12  ASH, max 2.0%
(ASTM D 128)

3.13  STABILITY

Shall be stable so that it does not dry out, exude oil or crumble under normal storage
period of 3 months.

3.14  SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as deseribed in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.
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