Engineering Material Specification

Material Name

FABRICS, KNIT BACKING - 2.0 oz/yd® (0.068 kg/m2)
1. SCOPE

The materials defined by this specification are knitted fabries,
and of good commercial quality.

Specification Number
ESB-M9H53-A

cleaned, free from waste,

2.  APPLICATION

This specification was released originally for material used as a backing in the manufacture
of vinyl coated fabries.

3. REQUIREMENTS

3.1 CONDITIONING
All test values indicated herein are based on materials eonditioned in a econtrolled
atmosphere of 23 + 2”°C and 50 + 5% relative humidity for 24 h prior to testing and
tested under the same controlled conditions.
3.2 COMPOSITION
(ASTM D 629)
Cotton 100%
Alternate Construction Polyester 65 + 4%
Cotton 35 +4%
3.3 CONSTRUCTION, min 24 wales/in (94 wales/100 mm)
(ASTM D 231) 16 courses/in (63 courses/100 mm)
Alternate Construction 29 wales/in (114 wales/100 mm)
20 courses/in (79 courses/100 mm)
3.4 DIMENSIONS
(ASTM D 231)
The width shall be as specified on the purchase order. In all cases, this figure shall
be'the overall width of the material, including the edge width. The edge width shall
bel+1/4in(25 + 6 mm).
3.5 YARN SIZE 29.5 ce (20 tex) (Cotton)
(ASTM D 1244)
Alternate Construction 28.1 cc (21 tex) (Polyester/cotton blend)
Date P,:z' Revisions "
11978 ok 20 | V/ Metricated and Retyped CAET-RD572066-1(, £ &/MM
1976 07 14 Added alternate construction CAF1-RD561180-31 /
| 1967 01 09 Released AW1-680 )
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WEIGHT, min 2.0 0z/yd® (0.068 kg/m?)

(FLTM BN 6-1)

SIZING, max
(FLTM AN 3-1)

1.0%

BREAKING STRENGTH, min
(ASTM D 1682, Grab Method, serrated jaws)

To prevent slippage the jaws shall be modified with rubber one face and serrated
surface on the other. '

Wales Direction 22 1b (98 N)
Courses Direction 6 1b (27 N)

TRAP TEAR, min
(FLTM BN 22-1)

Wales Direction 4,0 Ib (18 N)
Courses Direction 3.0 1b (

SHRINKAGE, % max
(FLTM BN 5-1, water)

Wales Direction
Courses Direction 8.0

Alternate Construction:

Wales Direction 2
Courses Direction 3.

STRETCH AND SET, % range
(FLTM BN 4-1) Stretch Set
25 - 45

75 - 100

0-25
0-65

Wales Direection
Courses Direction
Alternate Construction:
Wales Direction
Courses Direction

15 -25
170 - 245

0-10
0-175

OBJECTIONABLE CONTAMINANTS, % max
(ASTM D 377)

0.001
0.0005

Copper
Manganese

In addition, chemicals such as caustic soda shall be completely removed so that
discoloration does not occur as the vinyl coated fabric passes through the processing
ovens. :
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