EZNGINEERING MATERIAL SPECIFICATION

#naterial Name File Control No. Specification Number

FLUID, AUTOMATIC TRANSMISSION FRICTION SHI5002CD4580
MODIFIED FOR MANUAL TRANSMISSION USE

X. SCOPE
The material defined by this specification i
SC4-2C9010-B and 2 % EST-M2C118-A, by volume.
2.  APPLICATION
This specification was released originally for
manual transmissions.
3.  REQUIREMENTS
The requirements as laid down in the 21l specificg:
and EST-K2C118-A have to be met befo
3.1 STATISTICAL PROCESS
Suppliers must conform to hality Systen
Standard Q-10i. A mutuaXd: n as described
therein is regquired for 3 7 Appropriate
statistical tools must be use $S/product data so
that variation in the ntinuously reduced,
3.2 SUPPLIER'S RESPONS
All materials ion must be equivalent in
all characte ial™upon which approval wzs
fie properties, composition,
r lanelllng of the materiel
cification, whether or not such
ability to mee:z the specification
notify Purchasing, Toxicology and
Engineering ac tlvity of the proposed changes
zpproval of the Materials Engineering
isemples and a mew code identification are
e réquest,
vosad by law, regulations or Ford apply to
ssed by this document. The restrictions are
g Mzterizl Specification WSS-M95P9999-A1,
suffix (e g., A2 or A3) is specified on the
he applicacion.
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ENGINEERING MATERIAL SPECIFICATION

ESD-M2C186-A

4, APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
ai- fected Purchasing, Design and Materials Engineering activity. Upon
re- quest, The supplier shall submit to the affected Materials
Engineering ac- tivity its own laboratory report to the specification
(:est results, not mnominal values), the marerial designation and code
number, and test speci- mens for Ford evaluation. Upon approval, the
material will be added to the Engineering Material Approved Source List.

5. GENERAL INFORMATION

The density of the fluid 2t 15 C is 872 +/- &kg/m3.
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