ENGINZERING MATERTIAL, SPECIFICATION
' :

Material Name File Control No. Specification Number

CARPET, POLYESTER/POLYPROPVLEINE
NONWOVEN VELOUR SMTS002RES

ESD-M3H63-41/2/3

SMTS5003H

)~

SCOPE

The material defined by ESD-M3H63-aAl and B
non-woven needled carpet of uniform consc
Polypropylene fibres. The reverse side £
Tesin impregnation. The carpet incorpeora
driver's side.

The material defined oy ESD-M3H63-42 andi: A
ESD~¥3H63-a1, except the carpet fabric i i : i resin
bonded pressed felc substrate :

The material defined by ESD-)
ESD-M3H63-Al. A protection

2. APPLICATION

These specification were rel
following applications:

ESD-M3H63-A1 and Blf
ESD-M3H63-A2 and &
ESD-M3H63-A3 3
3.  REQUIREMENTS

ed herein, this material must meet the
Rance Spec:lnca;.:.on for AUTO“IOTIVE

ESD-M3H63-aA1  ESD-M3H63-42  ESD-M3HE3-a3
ESD-M3H63-Bl  ESD-M3HE3-B2  ESD-M3H63-B3

6,0 7,0 6,0
~7
Dace Release No. Release/Revision
1988 07 29 |3/0313147C Retyped minor non technical changes
1986 01 1& |A/D19563HC Added Clause 3.4.3 - Sheer &
1984 12 10 {SM/ER17737TC Relaased
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ENGINEZRING MATERTIAL SPECIFICATION
E£SD-M3H63-A1/42/43

DELTA - ESD-M3H83-31/B2/33

3.2 WEIGHT, g/m2, min
(FLTM EU-BN 6-1)
ESD-M3HE3-A1  ESD-M3H63-a2  ESD-M3H63-a3
ESD-M3H63-Bl  ESD-M3H63-B2  ESD-M3H63-B3

Tibre Felt 600 600 600
Reverse Side

Impregnacion “ 350 - 50
SBR Backeoating -- 100 . -
Resin Bonded Pressed Felc -- 1100 --
Polyethylene Backcoating 230 -- .-
Secondary Backing 20 -- --
Total 900 1800 850

3.3 COMPOSITION

3.3.1. Fibre Felc ESD-M3H63-A1/A2/A3 and ESD-M3H63-B1/B2/33
(ASTM D 276)

70 +/- 5 & Polyester and 30 +/- 5 § Polypropvlene
3.3.2. Impregnation ESD-M3H63-a1/A3 and ESD-M3H63-B1/R3
Synthetic Latex Formable and Form Sctable.
3.3.3. Backcoating ESD-M3H63-i2 and ESD-M3HE3-32
SBR
3.3.4. Felt ESD-M3H63-A2 and ESD-M3HE3-32
3.3.4.1. Fibre Composition

Approx 20 % Actylic 20 $ Polyester and Polyamide
30 % Wool and 30 s Cotron.

3.3.4.2. Impregnation/Bonding Agent
25-35% by weight of Felc: Synthetic Rubber Latex

NOTE The impregnation must be uniform througnhout the
laminated material's thiclmess

3.3.5. Backcoating
! 903 Polyethylene and 10% Polyvinylacetate copolymer
3.3. '

[0

Secondary Backing

1008 Polyester, Spunbonded
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