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JREASYE, SYNTHETIC HYDROCARBON PLUID - NON-SOAP BASE ESE-M1C206-A

1. SCOPE

The material defined by this specification is a non-soap thickened, synthetic hydrocarbon
busve fluid grease. It hus good low and high teinperature lubricuting propertics.

2. APPLICATION
This specification was released originally for grease used in lubricating distributor mechan-

isms.

3. REQUIREMENTS

GREASE TYPE Synthetiec hydrocarbon with

3.1
Supplier Certification Required non-soap thickcner
3.2 Material shall be a smooth, homogeneoous product free from abrasive partieles, it
shall be consistent in color and texture, and free from objectionable odors during
normal storage. It shall be suitable for the intended application.
3.3  DROPPING POINT, min 260°C
(ASTM D 5€6 or D 2265)
3.4  PENETRATION, AT 25°C 290 - 340
(ASTNM D 217, worked 60 strokes)
3.5 CORROSION OF COPPERbmax 1b
(ASTM D 4048, 24 hat 100°C)
3.6 WATER WASHOUT, c’WEIGHT LOSS, max 10%
(ASTM D 1264 at 38°C)
3.7 LOAD-WEAR INDEX (FOUR BALL METHOD), min 30 kg
(ASTM D 2596) .
3.8 LOW TEMPERA'PUR% TORQUE
(ASTM D 1478 at -40°C)
Starting, max 10,000 g-cm (931 -m)
After 10 minutes running time, max 1,000 gcm (98.1 N-m)
3.9 INFRARED SPECTROPHOTOMETRY
Ford Motor Company, at its option, may conduct infrared analysis of material/parts
supplicd to this specification. The sobectra established for initizl approval snall
constitute the reference standard and shall be kept on file at the designated
material leboratory. AL samples shail produce speetra that correspond to the
reference standard when tested under the same conditions as those specified on the
master spectrum.
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3.10 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS

Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approval of a specific material to a new/existing ES-M specification is
contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.
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